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ABSTRACT 
Sande, Leif Andrew. M.S., Department of Civil Engineering, College of Engineering and 
Architecture, North Dakota State University, September 2011. Experimental Studies on 
Infiltration/Soil-Water Movement Processes and Green-Ampt Modeling. Major Professor: 
Dr. Xuefeng Chu. 
Experimental studies on infiltration/soil-water movement processes are vital to 
better understanding movement of soil-water in the vadose zone. The objective of this 
experimental research was to investigate infiltration/soil-water movement processes 
utilizing laboratory experiments and computer modeling. Small scale laboratory soil box 
infiltration experiments were conducted and utilized for the improved parameterization of 
the Green-Ampt (GA) saturated moisture content parameter to produce an effective 
moisture content parameter (Be) for utilization in a modified GA model. By incorporating Be 
values into GA modeling, modeling results showed greatly improved wetting front 
prediction across different soil conditions. A new soil packing method was proposed for 
replicating complex microtopo,graphical surfaces with uniform bulk densities in laboratory 
soil box experiments which proved efficient and effective at accomplishing both objectives. 
A rainfall simulator and an instantaneous-profile laser scanner were used to simulate 
rainfall and quantify surface microtopo6rraphy for experiments. The results clearly show the 
effect of microtopography on infiltration and soil-water movement characteristics. This 
offers valuable insight into infiltration/soil-water movement processes as affected by 
different soil and surface microtopographic conditions. 
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CHAPTER 1. BACKGROUND AND THESIS ORGANIZATION 
This experimental study addresses several topics in infiltration and soil-water 
movement processes. The study includes a variety of different scales, surface 
microtopography, soil textures, and moisture conditions. A modeling element is also 
included and the simulations are evaluated for predicting wetting front movement. The 
overall objective of this study is to experimentally investigate infiltration and soil-water 
movement processes for improving modeling of these processes for prediction purposes. 
Specific objectives for each chapter of his thesis are to: 1) utilize laboratory infiltration 
experiments for the improved parameterization of the Green-Ampt (GA) effective moisture 
content parameter ( Be) for utilization in a modified GA model; 2) develop a new method for 
packing laboratory soil box surfaces with identical surface microtopographies and unifonn 
bulk densities; and 3) experimentally investigate the effect of surface microtopography on 
soil-water movement processes utilizing differently scaled laboratory soil box experiments. 
The second chapter of this thesis improves parameterization of a Green Ampt (GA) 
model and evaluates perfonnance of the model at predicting wetting front movement. 
Laboratory experiments were conducted to study small scale infiltration processes beneath 
a smooth surface for homogeneous soil profiles for different soil types and initial moisture 
conditions (Bi). Experimental studies were utilized to investigate the average Be above the 
advancing wetting front for different soil profiles during soil wetting (infiltration). 
Relationships between Be and Bi were examined for three soil types with relationships then 
utilized for improved parameterization of a modified GA model to help account for some 
underlying assumptions of the model. Perfonnance of the model at predicting wetting front 
movement was evaluated with the goal of improving the relationship between Bi and soil-
water movement and investigate the performance of a GA model at predicting wetting front 
movement across changing initial soil conditions following the improved, experimentally-
based parameterization. 
The third chapter of this thesis introduces a new method for packing soil in 
laboratory scale soil boxes for experimental studies investigating overland flow-infiltration 
processes. The goal of the new method is to allow for the subsequent packing of soil 
profiles with identical, complex surface microtopography with unifonn properties 
throughout the soil profiles. Accomplishing these feats would greatly enhance the 
capabilities of laboratory soil box experiments, particularly on overland flow generation 
processes, by allowing for an evaluation of the effect of identical, subsequent surface 
microtopography on various hydrologic processes. 
The forth chapter of this thesis investigates the effect of microtopography on 
infiltration and soil-water movement processes at two different laboratory scales. The soil 
packing method in Chapter 3 was utilized to replicate soil surfaces utilizing two different 
soil conditions. Moisture sensors were installed in the soil profiles to evaluate 
infiltration/soil-water movement processes as related to surface microtopography under 
simulated rainfall. In addition, a small soil box was utilized to conduct small scale studies 
on the effect of microtopography on infiltration and soil-water movement processes. For 
small scale studies, the visible wetting front within the soil profile pertaining to different 
microtopographic features was observed and utilized for analysis by cutting the soil profile 
following simulated rainfall. 
The purpose to this organization is that all studies described in chapters, though 
somewhat separate in their individual scopes, are combined to offer valuable insight into 
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infiltration processes for a range of soil and surface microtopographic conditions and 
additionally spur future research on this extremely important topic. 
The experimental work presented in this thesis was conducted in the NDSU Civil 
Engineering Department Overland Flow Laboratory (OFL). The OFL was established in 
2008 with the general purpose/function of studying a wide array of overland flow processes 
including overland flow generation (e.g., surface ponding, triggering, and connectivity), 
infiltration, and soil-water movement. The unique aspect of this laboratory is the capability 
of investigating the effect of surface topography (specifically microtopography) on each of 
these processes at varying spatial scales. 
The OFL has a variety of unique equipment. Notably, the laboratory has a rainfall 
simulator (Meyer and Hannon 1979; Meyer 1994) and an instantaneous-profile laser 
scanner (Huang and Bradford 1990; Darboux and Huang 2003). The rainfall simulator 
allows for the replication of natural rainfall conditions across a surface area of 1.5 x 4.5 m. 
The instantaneous-profile laser scanner allows for obtaining high resolution surface DEM 
data with horizontal and vertical resolutions of 0.98 and 0.50 mm, respectively. Additional 
laboratory instruments and facilities include soil boxes for packing soil, moisture sensors, 
and a frame enabling the replication of complex surface microtopography. Various 
computer software programs and tools are also available in the lab [ e.g., Hydrol-Inf (Chu 
and Marino 2006) and a Puddle Delineation Program (Chu et al. 2010)] and are utilized for 
both modeling purposes and detern1ining various surface characteristics (e.g., maximum 
depression storage). The major equipment and computer software programs utilized in this 
study will be introduced and described in greater detail throughout this thesis. 
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CHAPTER 2. ESTIMATION OF EFFECTIVE WATER CONTENT 
USING LABO RA TORY EXPERIMENT AL DAT A FOR IMPROVING 
GREEN-AMPT WETTING FRONT MODELING 
2.1 ABSTRACT 
The Green-Ampt (GA) model has been widely used for modeling infiltration/runoff 
processes. In applications of the GA method, improved estimation of the GA parameters 
[ e.g., effective water content (Be), capillary suction head (Hs), and effective hydraulic 
conductivity (Ke)] is critical to model perfonnance for changing initial soil conditions. In 
this study, laboratory soil box experiments were utilized for the improved parameterization 
of GA effective saturated moisture content (He). A mass-balance approach was used to 
detennine average Be above observed wetting fronts for three soil types [loamy sand (LS), 
silty clay loam (SCL), and silty clay (SC)] and five initial moisture contents ( BJ Linear 
relationships were detennined for Be versus 8;. The slopes of linear Be-Bi regression for the 
LS, SCL, and SC were -0.55, -0.66, and -0.69, respectively. These regression results were 
incorporated into the modified GA modeling (Case 1) conducted utilizing a Windows-
based software package Hydrol-Inf One additional modeling case (Case 2) utilizing a 
constant average field saturation value for each soil type was also examined and evaluated 
against Case 1. The modeled and observed wetting fronts were compared. The 
experimental method of estimating GA Oe provided very good agreement between the 
modeled and observed wetting fronts and improved the perfonnance of the modified GA 
model at predicting wetting front movement for three soil types and initial moisture 
conditions (i.e., different 8; and soil textures). This study provides a method for improved 
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GA modeling with potential implications towards future incorporation into more complex 
infiltration modeling. 
2.2 INTRODUCTION AND LITERATURE REVIEW 
Infiltration is one of the first hydrologic processes to occur following the 
commencement of a rainfall event and is classified as one of the primary abstractions from 
rainfall (Haggard et al. 2005). Infiltration processes are affected by soil (e.g., soil texture, 
bulk density, and moisture condition), rainfall, microtopography, and other conditions. 
Accurately representing infiltration processes in modeling is extremely important for 
predicting water movement in soil as well as for partitioning rainfall between infiltration 
and surface runoff. The wetting front describes the leading edge of soil wetting as 
percolating water moves through the vadose zone. Characterization of this critical front and 
the moisture distribution above it is required for better understanding infiltration processes. 
Efforts to accurately simulate infiltration processes have been extensive and include a 
number of empirical, semi-empirical, and physically-based models. Some milestone 
historical efforts include the Green-Ampt (GA) model (Green and Ampt 1911 ), Richards 
equation (Richards 1931 ), and Philips model (Philips 1955, l 957a,b ). The Green-Am pt 
(GA) model (Green and Ampt 1911) was an early effort that has proven useful when 
appropriate parameter values are used. Therefore, parameter selection is important for a 
successful application to actual infiltration processes under varying soil and rainfall 
conditions. 
The physically based GA model has been widely used for infiltration modeling and 
provides a well accepted, simplified representation of the infiltration process (Chu and 
Marino 2005). The major assumptions in the GA model include piston flow, homogeneous 
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soil, uniform initial soil moisture distribution, and constant surface ponding. Modifications 
to the traditional GA model, however, have led to many successful applications for more 
complex situations including layered (non-uniform) soils, steady and unsteady rainfall, 
ponding and non-ponding conditions, and variably distributed initial water contents. 
Childs and Bybordi (1969) and Bouwer (1969) applied the GA model to non-
uniform soil profiles by partitioning the soil column into individual layers with dissimilar 
soil properties. Mein and Larson (1973) extended the traditional GA model and developed 
a two-stage model, which considered ponding time for infiltration in homogeneous soil 
under steady rainfall with Chu (1978) fmiher modifying the GA model to handle 
infiltration under unsteady rainfall conditions. Beven (1984) developed a modified GA 
model for non-uniform soils under unsteady rainfall with the primary difference compared 
with earlier methods being that the soil profile was treated as continuous with an 
exponential function to describe saturated hydraulic conductivity with depth. Chu and 
Marifio (2005) developed a modified GA model for simulating infiltration into a layered 
soil profile of arbitrary initial moisture distributions under complex rainfall patterns and 
Loaiciga and Huang (2007) who presented a modified version of the GA model which 
considered ponding depth and time during different stages of the infiltration process. Liu et 
al. (2008) developed a modified version of the GA model capable of handling infiltration 
into non-uniform soils under unsteady rainfall. Ma et al. (2010) proved the effectiveness of 
a modified GA model by modeling infiltration into a long, layered soil column and 
determining it to be more accurate when compared to both Hydrus-1 D and the traditional 
GA model. In one of the most recent examples, Kacimov et al. (2010) developed a GA 
model for a special layered soil profile case of a fine soil overlying a coarser soil. 
6 
One of the major aforementioned assumptions of GA infiltration is that of the 
nature of the wetting front (i.e., "sharp" piston flow). For a GA type model capable of 
simulating infiltration into a uniform soil layer and detennining ponding status under 
rainfall, until surface ponding is achieved, the wetting front as described by the model will 
move as a fully saturated front controlled by the water storage deficit in the soil [i.e., 
saturated moisture content (Bs) - initial moisture content (Bi)] and rainfall intensity (r). In 
reality, however, the moisture distribution above the wetting front is often non-unifonn. 
Descriptively, five soil moisture zones have been identified beneath a ponded soil surface 
and above the advancing wetting front. They include the saturation, transition, 
transmission, and wetting zones, and the wetting front (Bodman and Colman 1944; 
Williams et al. 1998). Beneath the wetting front, which represents a sharp change in 
volumetric moisture content (8), very little change from Bi is evident. For a non-ponding 
condition, the primary difference in the configuration of these zones can be the lack of a 
saturation zone. However, the entire wetted moisture profile will differ from that beneath a 
ponded surface. During soil wetting, the depth and fJ within each of these zones change 
with time, but relative B between them will remain fairly constant. A close approach of B to 
saturation likely will occur near the surface under a ponded surface condition. 
Therefore, before surface ponding is achieved, infiltration and soil-water movement 
may not necessarily agree with the underlying assumption of full saturation in the GA 
model. Due to the influence of entrapped air (Fayer and Hillel 1986; Faybishenko 1995; 
Hammecker et al. 2005) and non-uniform moisture distribution, the wetted soil may not be 
fully saturated and discrepancies may be present between the actual and GA modeled 
processes. Especially for wetting front movement, unless an estimated or effective water 
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content (Be) is used in place of Bs, which accounts for the deviation of the actual soil-water 
movement from that described by the GA model, wetting front movement may not be 
accurately simulated by a GA model. 
Ma et al. (2010) compared infiltration characteristics through a single layered soil 
column under a ponded surface to a modified GA model by introducing a saturation 
parameter based on the ratio of the average measured moisture content in the column in the 
soil profile to Bs, In applying this ratio to Bs and the saturated hydraulic conductivity (Ks), 
effective values of these two parameters were obtained, which, when applied in the model, 
achieved good agreement between the simulated and actual wetting front movement. 
In this study, a series of laboratory infiltration experiments were conducted and 
utilized to better select parameter values for the modified GA model in the Hydrol-Inf 
software (Chu and Marino 2006). The specific objectives of this study were to: 1) use a 
mass-balance approach and observed wetting front data from laboratory experiments to 
detennine the average effective moisture contents Be in the wetted profiles for application 
of the Hydro 1-Inf modeling; 2) investigate the relationship between this mass-balance based 
Be and initial soil-water content (Ji for three different soil types; and 3) evaluate the 
effectiveness of the Be parameter in the GA modeling and simulation of wetting front as a 
function of (ji by comparing with the observed data. The goal is to show that using the data 
from laboratory experiments, the GA model can be parameterized, which is able to provide 




2.3.1 Soil Box 
For laboratory infiltration experiments, soil was packed into a specially designed 
soil box. The soil box was constructed of clear plexiglass with the total outside dimensions 
of 62, 21, and 30 cm long, wide, and tall, respectively. Within the outside perimeter, the 
box was separated into three equally sized compartments (20 x 20 x 30 cm) using two 
plexiglass dividers, thereby enabling the packing of three separate soil profiles for each 
experiment. The bottom of each compartment also consisted of plexiglass sheets with nine 
1.3 cm diameter holes evenly spaced in a grid pattern and covered with 2 mm screen to 
allow for unrestricted air movement through the bottom of the profile. 
2.3.2 Soil and Soil Packing 
Three soil types were used for laboratory experiments: Lohnes (Sandy, mixed, 
frigid Entic Hapludoll) loamy sand (LS), Bearden (Fine-silty, mixed, superactive, frigid 
Aerie Calciaquoll) silty clay loam (SCL), and Fargo (Fine, smectitic, frigid typic 
epiaquerts) silty clay (SC), with particle makeup and densities (pp) shown in Table 2.1. To 
process the soils for experiments, the LS and SCL were air-dried and sieved through a 2 
mm screen to remove large soil aggregates. The SC, due to difficulties as attributed to the 
high clay content, was air-dried and then processed using a soil processing machine, which 
used rotating metal "fingers" to break apart soil clods and sieve out large aggregates and 
roots/grass. All Pr values were detennined for post-processed soils. 
Table 2.1 Basic Soil Properties and Parameters 
Soil Sand(%) Silt(%) Clay(%) Particls: Density Bulk Density Porosity n Pr (kg/1113) p1, (kg/1113) 
Loamy Sand 80.3 14.6 5.1 2,630 1,400 0.468 
Silty Clay Loam 11.l 60. l 28.8 2,560 1,070 0.582 
Silty Clay 4.2 46.7 49.l 2,580 1,000 0.612 
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Soil was packed into each compartment in 5 cm layers to a final depth of 27.5 cm. 
For packing, predetermined volumes of water were added to the soils and unifonnly mixed. 
For each packing layer, the mass of soil was determined based on the predetermined target 
bulk density (pb) (Table 2.1 ), initial gravimetric moisture content ( Bg), and the volume of 
each layer. For each packed profile, soil samples were taken and dried for 24 hrs at 105° C 
to determine actual Bg. Precise Pb and (Ji (based on Bg and P1>) values were then determined 
for each soil profile. The range of 81 for each soil was limited at the upper end by the 
maximum Bi.max. for which the wetting front movement could still be visually observed and 
for the minimum Bi.min by wetting front stability, as very dry soil produced unstable wetting 
front movement (Rooij 2000). 
2.3.3 Norton-style Rainfall Simulator 
A Norton-style rainfall simulator was used for this study. It utilizes four oscillating 
VeeJ et nozzles and has been proven to closely replicate natural rainfall characteristics 
including raindrop size, tem1inal velocity, energy, and spatial distribution (Meyer and 
Hannon 1979; Meyer 1994). At the design height of 2.44 m above the soil surface, the 
simulator is capable of providing rainfall to a 1.5 x 4.5 m surface area with programmable 
rainfall intensities ranging from 0.97 to 10.42 cm/hr by controlling the nozzle sweep 
frequency. Rainfall intensities were chosen based on soil types in an effort to achieve 
surface ponding for each soil type within a reasonable time period (;:::; 1 hr) and before the 
wetting front reached the bottom of the soil box. The average rainfall intensities used for 
the experiments were 3.85 cm/hr for the SCL and SC soils and 6.26 cm/hr for the LS soil 
across the entire soil box surface area. Calibration of the rainfall simulator was conducted 
and the rainfall intensity for each 20 x 20 cm surface was determined. 
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2.3.4 Laboratory Experiments and Data Processing 
Laboratory experiments were conducted by simulating rainfall across homogeneous 
soil profiles packed using the aforementioned method for the three soil types with five Bi 
values for each soil (total 15 experiments, Table 2.2). For each experiment, up to three 
separate soil profiles were packed in the individual soil box compartments. The observed 
surface ponding time (tp) was recorded and used for mass-balance computation, calibration 
of model parameters, and evaluation of the simulated tp across the full range of ()i· The 
wetting front movement was recorded on two-minute intervals at two locations on opposite 
sides of each soil profile. 
Following experiments, average effective water contents in the wetted profile were 
detennined for each experimental profile based on overall mass balance as follows: 




where r = rainfall intensity (cm/hr): t,, = time (hr); d111 = wetting front depth at time t\\ 
(cm); Bi = initial water content (cm3!cm\ and ()c = average effective water content 
(cm3/cm\ The values of ()i, r, lw, and duf for all experiments are shown in Table 2.2. Fig. 
2.1 illustrates the methodology and shows the average equivalent Be GA parameter 
detennined based on the actual wetting front depth and the mass-balance principle for 
utilization in this study. Two separate wetting fronts simulated by utilizing ()5 and Be in the 
GA model, and their comparisons with the actual wetting front are schematically shown in 
Fig. 2.1. Fig. 2.1 also shows the methodology behind Be detennined and utilized in this 
study. 
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Table 2.2. 15 Experiments for the Three Soil Types 
Exp." Initial Moisture Bulk Density Rainfall Intensity 
t b t\/ cl,/ p 
Content ei ( cm31cm3) Ph (kglm3) r (cm/hr) (min.) (min.) (cm) 
LSI 0.067 1,390 6.36 NIA 44 19.55 
LS2 0.074 1,400 6.36 NIA 44 19.95 
LS3 0.082 1,400 6.13 46 44 20.80 
LS4 0.093 1,410 6.29 40 40 20.70 
LS5 0.109 1,400 6.29 26 24 14.35 
SCLl 0.127 1,070 3.90 NIA 40 5.85 
SCL2 0.180 1,090 3.90 26 26 4.80 
SCL3 0.200 1,060 3.88 24 22 4.35 
SCL4 0.236 1,080 3.88 16 14 3.65 
SCL5 0.273 1,070 3.84 12 12 3.70 
SCI 0.116 980 3.78 14 14 1.80 
SC2 0.175 980 3.84 12 12 2.05 
SC3 0.224 980 3.90 10 10 2.15 
SC4 0.276 1,000 3.90 8 8 2.35 
SC5 0.304 1,020 3.84 6 6 2.35 
"LS is the loamy sand soil, SCL is the silty clay loam soiL SC is the silty clay soil, and I - 5 describe the five 
different experiments using each soil 
\ is the observed time to surface ponding 
ct11 is the time for the final wetting front depth used for mass balance analysis 
dd111 is the wetting front depth at t" used for mass-balance 
The tw and the corresponding d"f values were chosen for each experiment at or 
slightly before tp. This allowed for a comparison of wetting front movement for the longest 
time period possible before surface ponding for each soil type. For the case of the two 
driest LS experiments and the driest SCL experiment, however, surface ponding was not 
achieved within the duration of the experiments and therefore fw and d4 were taken near 
the end of the experimental time to allow for the comparison of as much wetting front data 
as feasible. The average effective water content of the wetted zone was utilized for the GA 
modeling in Hydrol-Inf and will be further discussed later. 
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Figure 2.1. Actual moisture distribution during soil wetting and the Green-Ampt effective 
wetted zone. Note: f)i is the initial moisture content; Be is the average effective moisture 
content based on the mass-balance relationship; fJ,, is the saturated moisture content; () is the 
volumetric moisture content. 
Regression analysis was then performed to determine the relationship between ()e 
and ()i for all three soil types. Additionally, each value of ()e was converted to soil saturation 
(S) for all the corresponding values of ei by: 
S = ee X }00 
es 
where e, = saturated water content (cm3/cm3) (equal ton); and S= saturation(%). 
2.3.5 Introduction to Hydrol-Inf 
(2.2) 
In this study, the Windows-based software, Hydrol-lnf (Chu and Marifio 2006) was 
used for simulating infiltration and soil-water flow. Chu and Marino (2005) developed a 
modified GA model capable of simulating infiltration into heterogeneous soil profiles of 
arbitrary initial moisture distributions under unsteady rainfall conditions. The model is able 
to handle the shift between ponding and non-ponding conditions as well as predict the 
current ponding status. This is compared with the original GA model for which both a 
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homogeneous soil profile and constant surface ponding were assumed, both of which 
deviate significantly from real conditions for almost all cases. The model described by Chu 
and Marino (2005) was also further extended to continuously simulate infiltration and 
surface runoff under any complex rainfall patterns (multiple rainfall events) that may 
include both wet and dry time periods, and incorporated into the Hydrol-lnf software (Chu 
and Marino 2006). Hydrol-lnf provides all details on infiltration, rainfall excess, surface 
ponding conditions, soil-water flow along the profile, soil-water content and distribution 
over the entire simulation time period. The modified GA model in Hydrol-Inf was chosen 
for simulating infiltration and soil water flow in this study. 
2.3.6 Determination of GA Modeling Parameters 
In utilizing the GA method for infiltration modeling, one of the major advantages is 
the simplicity of the model. However, knowledge of soil properties including saturated 
water content ( 85), capillary suction head (H1), and hydraulic conductivity (K) is required 
for the determination of accurate modeling parameter selection (Bouwer 1969). Accurate 
estimation of such soil parameters for the GA method has been an issue which has received 
considerable attention. 
In this study, the effective water content (Be) was detennined based on the observed 
wetting front data and mass-balance [Eq. (2.1 )]. Regression equations were then fitted for 
()c and ()i for each soil type and Bi. The actual values of Be used in Hydrol-lnf in place of /15 , 
however, were not values detennined directly from Eq. (2.1) for each Bi. The Oe values used 
in Hydrol-lnf were instead calculated using the fitted regression equations as a function of 
each experimental (}i for all three soil types (Case l ). One additional simplified modeling 
case (Case 2) using constant values of Be was also used for comparison purposes to 
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highlight the improvements gained in modeling of the new Hi-dependent e,, parameter and 
is further discussed in the section of Modeling and Evaluation Procedure. 
The estimation of ifs and K was accomplished using a combination of experimental 
and theoretical methods [RETC program (van Genuchten et al. 1991)]. Van Genuchten et 
al. (1991) developed the Windows-based RETC software based on the method described by 
van Genuchten ( 1980) as a tool to predict both water retention and conductivity 
relationships for soil using a variety of methods. RETC incorporates several widely-used 
soil-water retention models (Brooks and Corey 1964; van Genuchten 1980; Kosugi 1996) 
and conductivity models (Burdine 1953; Mualem 1976). 
2.3.6.1 GA Capillary Suction (Hs) 
Many methods have been developed for estimating the GA parameter H,, which 
describes the average capillary suction at the advancing wetting front. The simplest and one 
of the most common methods is the use of average I-/., values based on general soil 
properties (e.g., texture, p6, organic matter, and K.1) (Rawls and Brakensiek 1982, 1983; 
Rawls et al. 1983a, 1983b; Van Mullen 1989). More complicated methods exist for directly 
estimating Hs based on the knowledge of experimentally or theoretically determined 
relationships between various soil properties including K, H, capillary pressure (Pc), and 
diffusivity (D) (Bouwer 1966; Mein and Larson 1971, 1973; Neuman 1976; Panikar and 
Nanjappa 1977; Slack and Larson 1981). 
In addition to the direct methods, indirect methods also have been developed for 
estimating Hs based on soil-water retention characteristics. One of the most common and 
well accepted methods utilizes the soil-water retention model proposed by Brooks and 
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Corey (B & C) (1964), from which the air entry pressure of the soil (Pa) can be determined 
and used to estimate H5 • The B & C model can be described as: 
5 . _ e-e, _ ~ _ 1 ( JX ( ]l I - 85 - 8,. - P,. - a' P, ~ ~ P,, ,a'P,. > 1 (2.3) 
where SJ = effective saturation; (),. = residual water content ( cm3 /cm\ Pc = capillary 
pressure (cm); Pa= air entry pressure (cm); i = B & C coefficient; and u.' = reciprocal of Pa 
(11cm). Based on the value of Pa determined using the B & C model, various relationships 
have been proposed for relating this parameter to H, ( e.g., Brakensiek 1977) with one 
simple but well accepted method proposed by Bouwer (1969): 
(2.4) 
The method used to determine H, in this study was based on Eq. (2.4) with the 
value of Pa detennined by using the B & C model in the RETC software. According to van 
Genuchten et al. (1991 ), the B & C model is well suited for sieved and repacked soils, 
which was the case in this study. Soil-water retention curves were first detennined for 
matric potential from O to 1,500 kpa using the tempe cell, pressure cooker, and pressure 
plate methods. A fitted soil-water retention curve was then developed using the B & C 
model in the RETC software and Pa values for each soil were determined. The calculated 
Hs values were subsequently utilized directly in the Hydrol-Inf modeling. 
2.3.6.2 GA Hydraulic Conductivity (K) 
Under the fully-saturated condition, K is equal to its maximum (K,). In reality, 
however, complete saturation of the entire wetted soil profile is uncommon. Due to the 
influence of entrapped air and many other factors, K is generally less than Ks and an 
effective hydraulic conductivity value (Ke) is commonly used in the GA models. One 
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simple but well accepted method for determining the relationship between Ke and Ks was 
proposed by Bouwer (1969): 
Ke== 0.5 X Ks (2.5) 
In this study, Ks was experimentally determined usmg the constant head 
penneameter method for each soil type and an initial estimate of Kc, was then calculated 
using Eq. (2.5). K values were also verified using a mini disk infiltrometer (Zhang 1997). 
The K values from the infiltrometer were experimentally detennined for fJ; values 
approximately in the middle of the ranges of experimental Oi values for all soil types. Due 
to increased precision and consistency associated with the falling head permeameter 
method, Ks values determined using this method were utilized for this study. 
Initial estimated Ke values were then calibrated by using the experimental data. GA 
Hs describes the average suction head at the advancing wetting front, whereas GA Kc 
describes the average hydraulic conductivity in the entire wetted profile above the wetting 
front. Therefore, H 1 will be affected minimally by changing surface conditions with 
progression of the experiments; whereas Kc can be strongly influenced by any changes in 
surface conditions. Thus, adjusting K is the most effective way for model calibration. K 
also is the GA parameter exerting the most control over ponding time. For each soil type, 
one calibrated Kc value was chosen to best fit the entire range of lp for all O; values 
(different experiments) and utilized for modeling in Hydrol-Inf. Kc, was adjusted using a 
trial and error method to obtain the best possible agreement between the model simulated 
and observed tp for each soil type across all H; values. 
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2.3.7 Modeling and Evaluation Procedure 
After selecting all model parameters, GA modeling was conducted utilizing Hydrol-
Inf and the simulated wetting fronts were compared with the observed ones for all 
experiments involving the three soil types and five initial water contents for each soil. For 
comparisons, the root mean square errors (RMS£) of the modeled from observed wetting 
front depths were calculated across the entirety of all experiments for two minute intervals 
(the same as the observed wetting front interval). The relative errors between the simulated 
and observed were computed for all experiments (five experiments per soil type, Table 
2.2). 
The two modeling cases were compared with the observed wetting front 
movements. Both cases utilized the same values of Hs and K,,, but involved the use of 
different values of Be in place of the GA parameter 85 • For Case 1, as aforementioned, the 
values of Be ( Bc1) calculated by utilizing the f}i-Be regression equations for each soil type 
were used. In effect, unique, fitted values of Be which were directly related to each f)i for 
each soil type were used in the modeling. For Case 2, however, similar to many other GA-
type modeling applications, a constant value of Be (He2) detennined as an average percent of 
the total porosity n was used for each soil type over the entire range of ei values. These 
percentages reflect average field saturation values typical of soils and are commonly used 
in infiltration modeling to account for the effects of entrapped air and other unknown 
factors if soil porosity (n) is known. These percentages were chosen as 0.8n for the LS and 
0.9n for the SCL and SC based on Slack et al. (1981) and Wilson et al. ( 1981) who stated 
that entrapped air generally accounts for 10 - 20% of the total porosity in field saturated 
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soils, with the percentage highest for coarser textured soils. Unlike Case 1, ()e values 
utilized in Case 2 were constant across the entire ranges of ei for all soil types. 
The purpose of these two cases was to highlight the advantages of using fJ,, values 
which are directly related to ()i in place of the GA ()5 to help account for the effect of ()i on 
soil-water movement in order to improve the simulation of wetting front movement (Case 
1 ). In addition, the two cases were utilized to show the disadvantages of using constant Be 
values in place of the GA Bs which do not reflect the effect of changing (Ji (Case 2). 
Referring to the aforementioned Ke calibration process, separate values were calibrated for 
Case 1 (Ke1) and Case 2 (Ke2). For the SCL and SC, however, the same calibrated Ke values 
were used as they provided the best fit for both cases. 
2.4 RESULTS AND DISCUSSION 
2.4.1 Average Effective Water Content and Saturation 
The experimentally based Be values for corresponding values of fJi as detennined 
using the mass-balance method for all soil types are shown in column one in Table 2.3, 
with experimental tw, d111, r, and ()i values (Table 2.2) used in Eq. (2.1) for the calculation of 
f)e as aforementioned. The relationships of Be and Bi detem1ined for the three soil types were 
well fit by linear regression equations (Fig. 2.2) with R2 values of 0.92, 0.95, and 0.98 for 
the LS, SCL, and SC, respectively. For all three soils, fJ,, decreased with increasing (Ji, The 
slopes of the regression lines were -0.55, -0.66, and -0.69 for the LS, SCL, and SC, 
respectively (Fig. 2.2), which shows a stronger negative correlation between ee and (Ji with 
increasingly finer soil texture. For the LS, a relatively narrow range of ei (Fig. 2.2) was 
possible for experiments as attributed to the ability to observe the wetting front while for 
the SC, the very low K value led to rather short experimental durations due to early surface 
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ponding. The consistency of these relationships of mass-balance detennined Be and Bi for 
all soil types, however, was very interesting and clearly expressed the critical role of initial 
moisture content played in soil-water movement characteristics. 
Table 2.3. Effective Moisture Content, Percent Saturation, and GA Modeling Effective 
Moisture Content for Cases 1 and 2 for all Experiments 
Exp." 
{) b Percent Fitted Case 1 Case 2 GA e 
(cm3/cm3) Saturation S (%) GA Oe1 (cm3/cm3) o,,] (cm3/cm3) 
LSI 0.306 65.04 0.308 0.370 
LS2 0.308 65.53 0.304 0.370 
LS3 0.298 63.44 0.300 0.370 
LS4 0.296 63.93 0.294 0.370 
LS5 0.284 61.48 0.285 0.370 
SCLI 0.572 98.21 0.570 0.520 
SCL2 0.532 91.42 0.535 0.520 
SCL3 0.527 90.61 0.521 0.520 
SCL4 0.484 83.22 0.497 0.520 
SCL5 0.481 82.56 0.473 0.520 
SCI 0.606 99.02 0.600 0.550 
SC2 0.549 89.75 0.560 0.550 
SC3 0.526 85.96 0.526 0.550 
SC4 0.497 81.23 0.490 0.550 
SC5 0.467 76.37 0.470 0.550 
"LS is the loamy sand soil, SCL is the silty clay loam soil, SC is the silty clay soil, and l - 5 describe the five 
different experiments using each soil 
bOe is the mass-balance based effective moisture content 
This relationship of Oc with fJi makes sense. As discussed earlier, K has a positive 
relationship with f)i while H, has a negative/inverse relationship with fh As a result, for all 
soil types, lower f)i will result in lower Kand higher Hs values, while the opposite will hold 
true for higher B;. Therefore, for higher Oi, water may be more easily conducted through the 
higher percentage of water filled pores while experiencing less capillary suction drawing 
water into finer pores (faster movement of the wetting front). Conversely, for lower Oi, 
water will generally experience higher capillary suction and lower hydraulic conductivity 
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(slower movement of the wetting front), potentially drawing water into finer pores. Using 
the values of B~ detennined by mass balance analysis (Table 2.3), S values for each soil 
type were determined using Eq. (2.2). S values are also listed in Table 2.3 and plotted in 
Fig. 2.2. The maximum values of S for the LS, SCL, and SC were equal to 65.0, 98.2, and 
99.0%, and the average S values for all five experiments (different O; values) were 63.5, 
89.2, and 86.4% for the LS, SCL, and SC, respectively. The average S values for the SCL 
and SC fit the average field saturated values (0.811 to 0.911) described earlier. However, the 
S value for the LS was relatively low (Fig. 2.2a, Table 2.3). Low S values for the LS may 
possibly be reflective of very rapid wetting front movement and less complete wetting of 
the profile. El-Shafei and Al-Darby ( 1991) found in laboratory experiments utilizing a soil 
with a very high sand content that average S values throughout the transmission zone were 
within the suggested field saturation range of 0.811 to 0.9n (81.2%). However, this is not 
reflective of the average S above the furthest advancing wetting front, for which case S 
likely may have been considerably lower than 81.2% and similar to values observed for the 
LS in this study (i.e., average of 63.5%). 
This point clearly illustrates the strong influence of soil textures on wetting front 
movement as well as the potential difficulties in accurately predicting the wetting front 
movement through different soil textures, particularly coarser textured soils, due to the 
vastly different water-movement characteristics. In coarser textured soils, the average S 
above the advancing wetting front may be considerably different from the average S 
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Figure 2.2. Relationships between initial water content O; and effective water content f}" ( or 
saturation S) for the three selected soil types. (a) Loamy Sand. (b) Silty Clay Loam. (c) 
Silty Clay. 
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2.4.2 GA Moisture Parameters 
All moisture parameters (f/1 and f)e) for the GA modeling were finalized for both 
Cases (1 and 2). The(); values utilized for modeling each laboratory soil profile were taken 
directly as the experimental O; determined for each profile (Table 2.2). For the effective 
water contents used in place of the GA parameter 0, in the modeling for the two 
aforementioned cases (fie, and f)e2 for Cases 1 and 2), (/, 1 values were determined using the 
regression equations for each soil type and each ()1 utilized in modeling (Fig. 2.2, Table 
2.3). For f)c2 used in Case 2, constant relationships of 0.8n for the LS and 0.911 for the SCL 
and SC were utilized with f)c2 values used in the modeling equal to 0.37 for the LS, 0.52 for 
the SCL, and 0.55 for the SC (Table 2.3). 
2.4.3 GA Capillary Suction Head 
For the dctennination of the GA Hs in this study, the B & C method was used to fit 
soil-water retention data. The final fitted B & C modeling parameters and the respective /-\ 
values for all soil types are shown in Table 2.4. The B & C (),. values in Table 2.4 were 
those fitted to the experimental data, which may vary slightly from the corresponding 11 
values (Table 2.1 ). The SCL had a slightly higher Pa value than that of the SC, which may 
possibly be related to the differences in average p1, values [1,070 and 1,000 kg/m3 for the 
SCL and SC (Table 2.1)] as well as the types of clays present in the SCL and SC. After 
determining Pa values, H_, for each soil type for use in the modeling was calculated using 
Eq. (2.4), producing values of 6.31, 42.74, and 36.39 cm for the LS, SCL, and SC, 
respectively (Table 2.4). 
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Table 2.4. Soil Hydraulic Parameters 
a" o,c O,." pg I!(' Soil" ni" R::r <I (1/cm) (cm1/cm1) (cm1/cm 1) (cm) (cm) 
LS 0.07926 0.417 0.058 0.93287 0.999 12.62 6.31 
SCL 0.01170 0.520 O. l 73 0.38316 0.998 85.47 42.74 
SC 0.01374 0.536 0.106 0. 15045 0.979 72.78 36.37 
''LS 1s the loamy sand sml, SCL 1s the silty clay loam soil, and SC 1s the silty clay soil 
ba · is the fitted B & C parameter (inverse of PJ 
cos is the fitted B & C saturated water content 
df), is the fitted B & C residual water content 
em is the fitted B & C parameter 
1R1 is the fitted B & C coefficient of determination 
µPa is the fitted B & C air entry pressure 
hH, is the GA capillary suction head 
iKei is the calibrated GA effective hydraulic conductivity for Case I 
!Ke:: is the calibrated GA effective hydraulic conductivity for Case 2 





H1 is dependent on fJ;; however, it is close to constant over a wide range of O; values, 
particularly for drier soil (8; < 30% of Os) (Mein and Farrel 1974). Panikar and Nanjappa 
(1977) showed that unifonn values of H, were present over a wide range of soil moisture 
conditions up to at least 50% of 01 , after which H, began to decrease markedly with 
increasing 8;. Similarly, in infiltration modeling, Mein and Larson ( 1973) used constant //1 
values for soil types over a wide range of O;. In this study, the maximum O; values utilized 
in the laboratory experiments were 23, 46, and 50% of 8,. for the LS, SCL, and SC, 
respectively. Thus, a constant H,, value was used for each soil type across all 01 values. 
2.4.4 GA Hydraulic Conductivity 
Experimentally dctennined values of K, were 57.63, 3.67, and 0.36 cm/hr for the 
LS, SCL, and SC, respectively. The values of K, for all soil types were additionally verified 
using a Decagon Mini Disk Tension Infiltrometer (Pullman, Washington), producing 
approximate average Ks values of 50.0, 4.0, and 0.7 cm/hr for the LS, SCL, and SC, 
respectively. These values agreed fairly well with the constant head penneamctcr K, values. 
The high Ks values associated with all soil types (particularly the LS) as compared with the 
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average field values for similarly textured soils may be attributed to soil processing and 
repacking characteristics. 
Ke values were then determined as 28.82, 1.84, and 0.18 cm/hr for the LS, SCL, and 
SC, respectively, using Eq. (2.5). K values were next calibrated based on t1, values shown 
in Table 2.2. The GA modeling parameters described above [I/,, O;, and 0,. ( Oc1 or O,._,)] arc 
shown in Tables 2.2 and 2.3. Kc was uniquely calibrated for both Cases 1 and 2 (utilizing 
Be1 and 8e2), producing final calibrated values of Ke1 and Kc-' for Cases I and 2, respectively 
(Table 2.4). The same final calibrated Kc values were determined for Cases I and 2 for the 
SCL and SC [0.35 and 0.2 cm/hr for the SCL and SC, respectively (Table 2.4)]. For the LS, 
the calibrated Kc values were 4.8 and 4.4 cm/hr for Cases 1 and 2, respectively (Table 2.4). 
For the calibrated K, values used in this study, the SC showed very good agreement 
with Eq. (2.5) at estimating the GA parameter K,. For the SCL and LS, however, 
significant differences were found between the calibrated Ke and the initial estimates of K. 
Calibrated Kc was determined as to 9.5% of K., for the SCL and 8.3°/ti and 7.6% of K., for 
the LS for Cases 1 and 2. One possible reason may be attributed to the effect of simulated 
rainfall on soil surface conditions, particularly for the longer durations in the SCL and LS 
experiments. The calibrated K, values, therefore, arc average "lumped" K values, which 
take into account all additional experimental factors, similar to the experimentally 
detennined Be values. 
2.4.5 Wetting Front Movement 
After detennining all GA modeling parameters [i.e., O;, I!,, Oc (Oc1 and Oc2 in Cases I 
and 2), and Ke(Kci and K,2 in Cases 1 and 2)] as described above (Tables 2.2, 2.3, and 2.4), 
Hydrol-Inf was utilized for simulating infiltration, soil-water flow, and surface ponding 
25 
, 
status. The simulated wetting fronts were then compared with the observed ones for Cases 
1 and 2. The maximum RMSE values for the LS, SCL, and SC were 0.41, 0.30, and 0.11 
cm for Case 1 and 3.94, 0.53, and 0.63 cm for Case 2, respectively, while the averages for 
the three soil types were 0.27, 0.23, and 0.09 cm for Case 1 and 3.39, 0.34, and 0.33 cm for 
Case 2, respectively (Table 2.5). Figs. 2.3-2.5 show the comparisons between the simulated 
and observed wetting fronts for the three soil types and five different O; for each soil type 
for Cases 1 and 2. 
Table 2.5. Case 1 and 2 Root Mean Square Errors of Simulated from Observed Wetting 
Fronts, Simulated Ponding Times, and Relative Errors of Simulated from Observed 
Ponding Time 
Case 1 Case 2 
RMSE t . 0 Ip Relative RMSE t/J. \/1110 ti' Relative 
Exp." 
p .. wn 
(cm) (min.) Errorc (%) (cm) (min.) Errorc ('Yo) 
LSI 0.17 NIA NIA 2.82 NIA NIA 
----~-
LS2 0.24 NIA NIA 2.93 N 1A NIA 
LS3 0.41 50 8.7 3.68 46 0 
LS4 0.30 40 0 3.94 40 0 
LS5 0.21 35 34.6 3.57 37 I 42.3 
SCL! 0.12 NIA NIA 0.28 NIA NIA 
-
SCL2 0.29 24 7.7 0.26 23 11.5 
SCL3 0.22 22 8.3 0.22 22 8.3 
SCL4 0.30 18 12.5 0.42 19 18.8 
SCL5 0.21 14 16.7 0.53 17 41.7 
SCI 0.11 16 14.3 0.24 15 7. J 
SC2 0.08 13 8.3 0.07 12 0 
SC3 0.09 IO 0 0.17 JO 0 
SC4 0.08 7 12.5 0.56 9 12.5 
SC5 0.09 6 0 0.63 8 33.3 
"LS is the loamy sand soil, SCL is the silty clay soiL SC is the silty clay loam soil, and l - 5 describe the five 
different experiments using each soil 
blp.sm, is the models ponding time . . _ . . 
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Figure 2.3. Comparison between the simulated and observed wetting front depths in the 
loamy sand soil for Cases 1 and 2. ( a) Case 1. (b) Case 2. 
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Figure 2.5. Comparison between the simulated and observed wetting front depths in the 
silty clay soil for Cases 1 and 2. (a) Case 1. (b) Case 2. 
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These modeling results clearly show that for Case I the GA model yielded 
accurately simulated wetting front movement over the full range of ()i values for all soil 
types as attributed to the utilization of the mass-balance based Oc1 parameters. For Case 2 
with constant Bc1 values, the model perfonned adequately for wetting front prediction for 
the SCL and SC, however not nearly as well as Case I. For the LS, however, significant 
differences can be observed between Cases 1 and 2, which highlights the improvement 
achieved from using the proposed method in Case I. 
For both the SCL and SC, wetting front movement was described equally as well by 
the criteria in Case 2 as Case 1 for one SC experiment (Exp. SC2, Table 2.2) and two SCL 
experiments (Exp. SCL2 and SCL3, Table 2.2), as indicated by similar RMSE values for 
Cases 1 and 2 (Table 2.5). This can also be observed in a very good fit to the I: I line for 
Case 2 in Figs. 2.4 and 2.5 for the aforementioned experiments. These agreements between 
Cases 1 and 2 occurred where the constant GA parameter ()cl used in the Case 2 modeling 
(Table 2.3) intersected the Oc-0; regression lines (Fig. 2.2) used for describing 0,.1 for Case 
1. For experiments with progressively more extreme O; values (further distance away) from 
the intersection where 0, values for Cases 1 and 2 matched closely, Case 2 parameters 
pcrfonned progressively worse in the modeling while the Case 1 model performed 
consistently over the entire range of 0,. For the LS, however, modeling for Case 2 provided 
very poor simulated wetting fronts compared with those observed, with the discrepancy 
larger with increasing f-li (Fig. 2.3b). This may be attributed to the large discrepancy 
between the mass-balance based f)e, and the constant Ocl as aforementioned, and the 
increase in the di_ccrepancy with increasing f-J,. 
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For the LS in both Cases I and 2, the errors between the modeled and observed 
wetting fronts were rather uniformly distributed throughout the duration of the experiment 
(Fig. 2.3). A similar trend was observed for the SC, for which over/under-prediction of 
wetting front by the model was consistent for the duration of the experiments, with 
discrepancies much more pronounced for Case 2 (Fig. 2.5b). For the SCL, however, a 
different trend was noticed, especially for Case 2 (Fig. 2.4b ). The model under-predicted 
wetting front movement earlier on in the experiments (especially for progressively lower 0, 
values) and then gradually began over-predicting wetting front movement at later durations 
in the experiments. Case 1 had a similar trend (Fig. 2.4a), but discrepancies were much less 
and overall better agreement was achieved. 
In a GA model, as described earlier, wetting front movement is a function of the 
soil-water deficit ((), - fJ;). Therefore, if the observed wetting front movement deviates 
significantly from a constant rate (i.e., non-linear movement) due to specific soil properties 
before surface ponding occurs, the model may not accurately predict wetting front 
movement for this situation. In the case of non-linear wetting front movement, the 
utilization of the mass-balance based method described in this study fcff fitting 0, to the 
observed experimental wetting front data may only produce good agreement between the 
modeled and observed wetting fronts close to the time where the t"-d"1 relationship was 
chosen for use in Eq. (2.1) for detennining H, values. However, the fit before this time may 
not be good, and the simulated and observed wetting front movement may closely coincide 
only around the time of surface ponding where the utilized t" -d"1 relationship was chosen. 
In this study. wetting front movement was simulated most accurately for the coarsest 
textured soil (LS) where the wetting front movement was most unifom1. The model was 
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also capable of describing the two finer textured soils used in this study very well (SCL and 
SC). 
The overall results from the GA modeling show that the Case I model more 
accurately simulated wetting front movement than the Case 2 model did, especially for the 
LS soil. The new GA parameterization method based on the experimental wetting front 
data performed very well. Using the fitted GA 0..1 parameter based on the mass-balance 
relationships improved modeling accuracy. The model simulated wetting front movement 
over the entire range of O; values. Case 2 performed adequately for the SC and SCL, but 
poorly for the LS. lt may be possible, however, to perform one laboratory soil box 
experiment for one O; for each soil type, which could produce a ().. value reflective of the 
average (-Jc values across a range of O; (similar to Case I except constant values). 
Additionally, use of the relationship of 0.811 to 0.911 for the GA 0, may result in 
accurate simulation of wetting front movement in fine textured soils, but may grossly 
under-predict wetting front movement in coarse textured soils. For the LS, an average 
relationship of 0.6511 would have provided an overall better simulation of wetting front for 
Case 2. In addition, ponding time (discussed in the next section) may have also contributed 
to the fit between the simulated and observed wetting fronts. Particularly for the SCL (i.e., 
Exp. SCL2 and SCL3 ), the under-estimation of t11 as simulated by the model from 
experimental ti' may have resulted in slowed modeled wetting front movement after 
ponding status was achieved in the model. As shown in Fig. 2.4a for Exp. SCL2 and SCL3, 
slower simulated wetting front movement near the end of the time period resulted in a 
closer fit to the 1 :1 line. Therefore, the fit between the simulated and observed wetting 
fronts would ha\'c been worse near the end of the experiment durations and the subsequent 
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RMSE values would have been higher, had the model not under-predicted the ponding time 
for Exp. SCL2 and SCL3 near the end. 
2.4.6 Ponding Time 
The observed ponding times ranged from 26 to 46 min for the LS (Exp LS I - LS5), 
from 12 to 26 min for the SCL (Exp SCLI - SCL5), and from 6 to 14 min for the SC (SCI 
- SC5) (Table 2.2). Note that the experimental ponding times Ir for three experiments ( Exp 
LS 1, LS2, and SCLl) are not available. For each soil type, it took longer time for the soil to 
reach the ponding status for drier soil conditions (lower initial water content) (Table 2.2). 
Comparisons of the observed with modeled ponding times arc shown in Table 2.5 
with experimental ones used for comparisons found in Table 2.2. Overall, the Case I model 
perfonned slightly better, particularly at predicting 11, across the more extreme ranges of O; 
for the SCL. In Case 1, the relative errors between simulated and observed 11, values frlr 
Exp. SCLI and SCL 5 were 7.7% and 16.7%, while for Case 2, the values were 11.5% and 
41.7%, both of which were considerably higher than those for Case I (Table 2.5). For the 
SC, the discrepancy in the simulated 11, between Cases 1 and 2 was less significant; 
however, Case I again performed slightly better than Case 2 for more extreme values of O;. 
In particular for Exp. SC5, the relative errors of the simulated t1, were ocYci and 33.3% for 
Cases 1 and 2, respectively (Table 2.5). For Exp. SC l, however, Case 2 actually preformed 
slightly better with a relative error of 7.1% compared with 14.3% for Case I (Table 2.5). 
For the LS, the results of the simulated Ip for Cases I and 2 were rather inconclusi\e, as 
neither case preformed particularly well, especially for Exp. LS5 with the highest O; (Table 
2.5). The better prediction of Ir across more extreme ranges of O; for Case 1 for the SCL 
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and SC may be primarily attributed to the use of(). values, which reflect changes in O;, 
unlike the Oc values for Case 2. 
For the LS, both Cases were unable to efficiently predict ponding time across the 
entire range of 01• Errors in simulated from observed 11, for all modeling cases may be 
attributed to a number of potential reasons including the determination of observed 11,, GA 
parameter selection, changing surface conditions due to simulated rainfall. and 
experimental variability. The main focus of this paper, however, is not on ponding time, 
but rather on GA wetting front prediction. 
2.5 CONCLUSIONS 
Laboratory infiltration experiments were conducted for three soil types and five 
initial moisture contents 01 for each soil. Based on the observed wetting front movement 
data, a simple mass-balance relationship was developed to determine the GA parameter 0,, 
which described the simplified, average effective moisture content of the wetted soil 
profile. This relationship was effectively used for improved parameterization of a modified 
GA model in the Hydrol-lnf software by accounting for the underlying model assumptions. 
An interesting relationship between (). and fl, was identified. It was found that (}. decreased 
with increasing 01 for all three soils, with this relationship more strongly correlated for finer 
textured soils. 
A percent saturation value was also calculated f<)r each 0,. with values much higher 
for the two finer textured soils (silty clay loam and silty clay) and very low (c-:,65%)) for the 
coarsest texture soil (loamy sand). The relationships found for the three soil types clearly 
show the significant effects of both soil texture and 01 on water movement through soils 
and strongly support the need for methods for improved estimation of parameters for 
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changing soil conditions in the GA model. Although the evaluation of the above 
relationships was only conducted ft)r one rainfall intensity r for each soil type, further 
investigation into the relationships of 0,. with rand experiments for additional ranges of 0, 
may be of interest for future studies. 
The improved parameterization method for determining 0, was applied in the 
modified GA model in Hydrol-Inf and the observed and simulated wetting front 
advancement and ponding times were compared. The use of the fitted 0, values from the 
above relationships produced more accurate simulation of wetting front movement by 
Hydrol-Inf across the entire range of 01 values ft)r all the soil types (Case I). One additional 
simplified modeling case (Case 2) was also investigated, in which one constant (( was 
utilized for each soil type across all 01 values. The Case 2 model produced fairly good 
agreement between the modeled and observed wetting front depths for the SC and SCL, but 
did not perform as accurately as the Case 1 model at predicting wetting front movement 
across the full range of 01, particularly the most extreme 0, values. The Case 2 model, 
however, proved inefficient at predicting wetting front movement for the loamy sand soil, 
and significantly under-predicted wetting front movement for all 01 values. The Case I 
model also provided better sinrnlations of wetting front movement for most experiments 
associated with different soil types and various initial soil moisture conditions. Further 
investigations may include the evaluation of this mass balance method for (( determination 
for utilization in the GA model towards expanded wetting front prediction situations and 
applications including deeper wetting front movement for longer duration experiments. 
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CHAPTER 3. A NEW METHOD FOR REPLICATING COMPLEX 
MICROTOPOGRAPHIC SURFACES IN LABORATORY SCALE 
SOIL BOX EXPERIMENTS 1 
3.1 ABSTRACT 
Current laboratory methods for creating rough soil surfaces for surface runoff, 
infiltration, and soil eros10n experiments arc limited 111 their ability to duplicate rough 
surfaces with uniform soil properties (e.g., bulk density) throughout the soil profile. A new 
method for replicating rough soil surfaces with unifonn bulk density was developed. The 
new method utilizes a laboratory scale soil box and surface mold constructed with desired 
rough surface microtopography. For experiments, the surface mold was set on a plane 
parallel with the bottom of the soil box at a height governed by the desired soil profile 
depth. The soil box was then rotated 90°; soil was incrementally packed in 5 cm layers in 
the void volume between the mold and the soil box; the soil box was then rotated 90° hack 
to horizontal; and the surface mold was removed. The ability to replicate rough surface 
microtopography was verified by creating five rough soil surfaces using the 
aforementioned method, scanning the surfaces using an instantaneous-profile laser scanner 
to obtain high resolution DEMs, and determining their maximum ponding area (MPA) and 
maximum depression storage (MOS) using a Puddle Delineation (PD) program. Each 
surface \vas then evaluated by comparing the computed MOS and MPA against the actual 
1 The infonnation in Chapter 3 of this thesis was based on infonnation found in the journal 
article: "Technirnl Note: A New Method for Replicating Complex Microtopograpical 
Surfaces in Laboratory Scale Soil Box Experiments," which was published in 2011 in 
Applied Engineering in Agriculture, volume 27, issue 4, pages 615-620, and was included 
in this thesis with their written pennission. For this technical article, the author of this 
thesis served as both the primary lead author and researcher of the new method described. 
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surface mold values. The average MPA and MOS relative errors of the five surfaces from 
the mold surface were 1.85% and 1.86%, respectively. A separate rough surface also was 
packed for evaluating bulk density of the packed soil using the replication method. Based 
on the two-tailed t-tcst, bulk density was statistically uniform for twelve sample locations 
across the soil surface and throughout the soil profile. The new method proved efficient and 
effective at producing soil surfaces with identical rough surface microtopography and 
unifonn bulk density. 
3.2 INTRODUCTION AND LITERATURE REVIEW 
Various experimental studies on runoff and infiltration have been conducted by 
packing soil into boxes or flumes and applying artificial rainfall across the surface in a 
laboratory environment. One limitation of previous studies has been the inability to 
replicate soil surfaces in subsequent experiments, particularly rough surfaces (Helming ct 
al. 1998; Darboux ct al. 2001; Gomez and Nearing 2005) while still achieving uniform soil 
properties (e.g., bulk density) throughout the soil profile. In practice, a rough surface is 
often replicated by using similar clod size fractions. which may achieve the same statistical 
properties associated with random roughness. However, reproducing "photographically" 
identical surfaces characterized by larger-scale depressions and oriented roughness 
(systematic elevation variations) has not been realistically feasible. The ability to reproduce 
photographically identical soil surfaces is particularly important when looking into the 
dynamics of overland flow generation and connectivity on rough soil surfaces (Darboux ct 
al. 2001 ), an increasingly relevant topic important to a broad spectrum of fields. 
Surface depression storage and its relationship with overland flow generation ( or 
triggering) and depression connectivity arc viewed by researchers as a progressively more 
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valuable relationship in the water resources field, which has received interest in recent 
years (Darboux ct al. 2001, 2002a,b; Martin et al. 2008). Darboux ct al. (2001) found that 
small modifications in surface roughness had a significant effect on overland flow 
triggering. 
Overland flow triggering involves the filling, overflowing, and connection of 
individual depressions towards an outlet (Darhoux et al. 2001) and can significantly affect 
overland flow. Though the importance in the hydrologic field is well understood, the 
methods used to quantify runoff triggering are not well agreed upon. Originally, it was 
perceived that overland flow would commence following the filling of all surface 
depressions (Mitchell and Jones I 976 ). Initial attempts to better understand runoff 
triggering include the use of a cut-and-fill method hy Mitchell and Jones ( 1976) to 
investigate the effect of micro-relief on the depth of water at which runoff would 
commence for which. They concluded that total runoff from rough surfaces increases 
gradually over time. More recent research, however, suggests that runoff from rough 
surfaces increases intermittently in steps (Hansen 2000) due to the incremental contribution 
of different depressions as they fill, reach their thresholds, and begin contributing to 
overland flow. 
Better quantification of overland flow initiation is as equally important as 
quantifying the total runoff volume (Martin ct al. 2008). Darhoux ct al. (2001) concluded 
that the only effective way to study overland flow genesis was to compare surfaces with 
identical surface microtopography and depression storage capacities. Additionally, without 
the ability to ashicvc unifom1 hulk densities. the replication of soil surfaces lacks 
practicality. The achievement of both of these objectives (i.e., replication of soil surfaces 
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and bulk densities) becomes a feat especially challenging for laboratory experiments. 
Consequentially, the objective of this study was to develop a new method for replicating 
complex microtopographic surfaces with unifom1 bulk density throughout the soil profile 
when packing soil into soil boxes for laboratory scale experiments. This was accomplished 
by utilizing a rough surface mold constructed with desired surface microtopography and 
using calculated maximum depression storage (MOS) and maximum ponding area (MP A) 
values from the replicated soil surfaces as a method for evaluating surface repeatability. 
MOS is the total volume of water stored on the surface when all depressions arc fully filled 
and MPA is the total ponded surface area when all depressions arc fully filled. 
3.3 METHODOLOGY 
3.3.1 Soil Box 
The 1.0 by 1.2 m soil box consisted of an angle iron frame, a solid steel base with a 
system for collecting percolating water, four legs mounted on individual casters, and 
removable clear plexiglass sides bolted to the frame (Fig. 3.1 ). The two hack casters (Fig. 
3.1 a) were heavy duty ( l 0.2 cm rigid 454 kg Capacity Steel Caster #189244) with slotted 
wheels, enabling them to be pinned for rotating the soil box. Two, 19-mm holes were 
drilled in the two front legs of the soil box, through which 19-mm bolts were placed. Two, 
20-mm U-Joints, which served as lifting points for rotating the soil box, were slid onto each 
bolt and held in place with two washers and nuts (Fig. 3.1 ). 
To facilitate side-by-side comparison of different experiments. the soil box was 
divided by a plcxiglass divider positioned down the center ( Fig. 3. I b) cffccti vcly separating 
the box into two separate 0.6 m x 1.0 m compartments, thus, actually making it a double 
soil box. An outlet system capable of simultaneously collecting runoff from the two 
39 
separate surfaces was built. The outlet system (Fig. 3.1) was removable for soil packing 
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Figure 3.1. Soil box with attached surface molds. (a) Cross-sectional view. (b) Front \icw. 
Figures labels described: 1) 38.1 x 38.1 x 4.8 mm angle iron frame; 2) 5.6 mm plcxiglass 
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Figure 3.1. (continued) 
sides; 3) 9.52 mm bolts with nuts: 4) Percolation water funnels; 5) Removable outlet: 6) 
Aluminum brackets; 7) Rough surface; 8) Smooth surface ( 1.27 cm plywood); 9) Mold 
Frames; 10) Rebar: 11) 3.81 x 0.32 cm steel anchor plates; 12) 3.81 x I 0.16 cm lumber 
blocking; 13) 4.0 x 0.4 cm leg bolts; 14) 1.27 x 30.48 cm coarse threaded rods (with four 
nuts/washers each); 15) 51.0 x 51.0x 4.8 mm angle iron (for attaching molds); 16) 38.1 x 
38.1 x 4.8 mm angle iron bracing; 17) Light duty casters; 18) Heavy duty casters; 19) 19 
mm lifting bolts (with nuts/washers); 20) 20 mm lifting U-Joints; 21) Packed soil profiles. 
Five aluminum brackets (4.0 cm wide, 0.3 cm thick, and bent at 75°) were attached 
to a board and supported the plexiglass construction outlet flow collection system. For each 
experiment, both 0.6 x 1.0 cm halves of the soil box were packed with soil so that both 
rough and adjacent smooth soil surfaces were obtained. Further discussions, however, will 
address only the rough surface compartment as described above, though the smooth surface 
compartment is visible in Fig. 3.1 b. 
3.3.2 Surface Mold 
To create the mold surface, a rough soil surface was first created in one half of the 
soil box (0.6 x 1.0 m). The soil surface was designed for overland flow experimental 
studies and was characterized with a number of depressions of different sizes. The surface 
included several mini-watersheds with different connectivity configurations of depressions. 
Around the perimeter of the soil surface, a 3-cm smooth soil "buffer" served as a surface 
for the wooden mold frame to rest on. 
The surface mold was containeJ within a rectangular wooden frame with outside 
dimensions of 96 x 56 cm and constructed using 3.81 x I 0.16 cm treated lumber. Confined 
within the frame was # 16 rebar. which served to structurally support the concrete surface. 
The rebar was set in two directions, parallel to both frame sides at 15-cm spacing. To 
enclose the rebar, 14 mm diameter holes aligned on opposite sides were drilled through the 
wooden frame 2 cm abo\·e the bottom edge on the 96 cm sides and 4 cm above the bottom 
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on the 56 cm sides. Next. rehar cut to 56 and 96 cm lengths was placed through the 
coinciding holes on opposite sides of the frame along both sides until aligned flush with the 
outside edge of the frame on both sides (Fig. 3.1 ). 
The rough soil surface was then covered with 0.05 mm plastic and the wooden mold 
frame was placed on the covered soil surface (resting on the perimeter "buffer"). Next, 
Quikrete@ Mortar Mix (or other lightweight mold materials) was poured within the frame 
and allowed to fom1 to the contours of the soil surface. The concrete depth was variable hut 
was leveled to a uni form thickness of 5 cm above the bottom of the wooden frame across 
the surface to completely cover all rehar. The concrete mold was then covered with 0.05 
mm plastic and allowed to cure for three days, after which it was carefully removed from 
the soil surface. 
3.3.3 Attaching the Surface Mold to the Soil Box 
Before the soil box could be rotated and packed with soil, the rough surface mold 
was attached and set on a desired plane parallel to the bottom of the soil box (Fig. 3.1 ). 
This plane was governed by the outlet height so that the final packed soil surface, alter 
removal of the surface mold. coincided with the outlet elevation. For setting the surface 
mold at the desired plane, four 1.27 x 30.48 cm coarse threaded rods with four nuts and 
washers per rod were attached to each of the four comers of the mold as well as to the soil 
box frame, thereby allowing for each corner of the mold to he individually raised/lowered 
to the desired elevation. The threaded rods were attached to the soil box frame using angle 
iron members ( 119 cm in length) bolted to the soil box frame and to the surface mold using 
steel plates bolter\ to wooden blocking. which was attached to the mold frame (Fig. 3.1 ). 
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3.3.4 Frame and Tilting Design 
A steel frame and hoist system was constructed for rotating the soil box (Fig. 3.2). 
The steel frame (2.44 m tall and 1.86 m wide) was constructed using an I-Beam supported 
vertically on both ends by steel pipe and mounted on 1.84-m rectangular steel tubes. A rail 
system was built for positioning the soil box underneath the frame using two 1.83-m c-
channel members positioned 1.2 m apart. with lumber used to support and brace the rails. 
As shown in Fig. 3.2, rotation of the soil box was conducted by first positioning the 
soil box (with attached surface mold) directly beneath the I-Beam on the rail system. The 
two back casters of the soil box were then pinned to the rail system using bolts. Next, two 
hoists (907 kg capacity) attached to the I-beam were hooked to the two lifting U-Joints on 
the soil box frame (Fig. 3.1 ). The two hoists were then simultaneously raised until the soil 
box was resting at 90° on its back (Fig. 3.2b). The soil box was then packed with soil and 
the procedure reversed. 
3.3.5 Soil Packing 
After tilting the soil box to 90°. soil was packed in the void space between the mold 
and the bottom of the soil box in 5 cm layers. The 5 cm layers were chosen based on 
feasibility of hand packing the entire soil box and achieving uniform layer thickness across 
the width of the packed layer. For achieving a unifonn and known bulk density, a 
predctennincd mass of soil for each layer was calculated based on the void volume, the 
target bulk density. and the soil moisture content. The mold surface microtopography was 
incorporated into each layer volume for increased precision by accounting for incremental 
mold surface feature volumes pertaining to each layer (i.e .. subtracting incremental mold 
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A wooden tamp \Vas used for packing soil to predetennined heights in the soil box. 
Door foam seal tape (2.0 cm wide and 0.7 cm thick) was attached around the bottom 
perimeter of the mold frame to fonn a tight seal against the plcxiglass sides to prevent soil 
leakage during packing, with I cm round foam door weather strip also used along the 96 
cm side of the surface mold to pre\'ent soil loss. 
After fully packing the soil box, the soil surface was carefully leveled flush with the 
soil box frame and the outlet was reattached ensuring that no void spaces were present. 
Next, using the tilting method, the entire soil box was lowered back down to horizontal and 
the mold was carefully removed from the soil surface. 
3.3.6 Instantaneous-Profile Laser Scanner 
To characterize the surface microtopography created us111g the aforementioned 
method, an instantaneous-profile laser scanner (1-1 uang and Bradford 1990; Darboux and 
Huang 2003) was used to obtain microtopographic data. The laser scanner is primarily 
composed of a camera, two laser diodes, a control box. and a computer. The camera and 
twin lasers arc mounted on a computer-controlled. motorized rail system attached to a 4-m 
long frame enabling the system to tra\'cl lengthwise down the entire frame. The 8-bit 
monochrome CCD camera in conjunction with the twin laser diodes use triangulation to 
collect point data from the scanned surface at a rate of one picture per 0.16 s down the 
length of the frame. 
The collected point data arc then con\'erted to high resolution DEM data us111g 
calibration data based on the laser-camera angle configuration. The laser scanner has 
resolutions of 0.98 mm horizontally and 0.5 mm \'ertically. Surfer 8 (Golden Software, Inc .. 
Golden. CO) soft\\are was used for the viewing. interpolation, and re-sampling of laser 
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scanner generated DEM data. It was also utilized to "trim" the additional DEM data 
obtained by the laser scanner which was outside the range of the soil surface, to construct 
the input file utilized hy the PD program (discussed in the following section) frff puddle 
delineation, and to construct three-dimensional images of soil surfaces. 
3.3.7 Surface Characterization and the Puddle Delineation (PD) Program 
Various methods have been developed to delineate soil surfaces, characterize 
surface microtopography, and estimate surface depression storage using DEM data ( e.g., 
Huang and Bradford 1990; Kamphorst ct al. 2000; Kamphorst and Duval 2001; Kamphorst 
et al. 2005). In this study, a recently developed PD program (Chu ct al. 20 I 0) was used to 
characterize surface microtopography and compute MOS and MPA utilizing DEM data. 
The PD program computes flow directions and accumulations based on the D-8 method 
(O'Callaghan and Mark 1984). In particular, the PD program is capable of identifying 
puddles (depressions), their sizes. their overflow thresholds, their contributing cells, and 
their relationships with adjacent puddles. For instance, one puddle may overflow and 
discharge to a downstream puddle. If two puddles share a common overflow threshold, 
they can be combined, fom1ing a higher-level puddle (Chu ct al. 2010). Based on the 
delineation results. the PD program also calculates the MOS and MPA of the surface. 
To verify the accuracy of the new method for replicating soil surfaces, the PD 
program was used to delineate the soil surfaces created using the aforementioned method 
and detcm1inc their MOS and MPA values. Additionally, the rough surface mold was 
scanned and its DEM was obtained. Since the scanned mold surface was a negative of the 
actual soil surface. an inverse surface of the scanned rough surface mold and the 
corresponding DEM were generated. The invc1icd DEM was then processed using Surfer 8 
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and subsequent data was input into the PD program for surface delineation and 
computation of MDS and MPA. Comparison of MDS and MPA of the mold-replicated 
surfaces and the actual rough surface mold was conducted and evaluated by determining 
the relative errors and standard deviations. 
3.3.8 Surface Replication Procedure 
Using the surface replication method. five soil surfaces were created using different 
soils of varying moisture conditions. The two soils utilized in replications included the 
Lohnes loamy sand (LS) and Bearden silty clay loam (SCL) introduced in Chapter 2 with 
specific soil properties also found in Chapter 2. The soil surfaces included four replications 
using the LS with moisture contents ranging from 0.07 to 0.14 cm1/cm1, and one soil 
surface using the SCL with a moisture content of 0.1 ~ cm 1/cm 1. All soils were air dried and 
sieved through a 2 mm screen. and additional moisture was then added to achieve the 
predetermined target moisture contents chosen for each experiment. All packed surface 
replication profiles were subsequently utilized in m·erland flow generation experiments for 
which rainfall was simulated across all surfaces. 
After packing the soil box. all soil surfaces were adjusted to a 7°/o slope. To create 
the surface slope of the packed soil box. the end opposite from the outlet was raised and set 
at the desired height using two hydraulic jacks positioned at the two corners of the soil box 
frame. The surfaces were then scanned and high resolution DEM data were generated (fig. 
3.3 ). 
Additionally. a rough surface was created using the silty clay loam soil with a 
moisture conten~ of 0.25 em\cm' and e\·,lluated solely to determine the effectiveness of the 
new method at achie\'ing uniform hulk density across the packed soil profiles. Based on the 
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mass of dry soil and the calculated \'olume of \'oid space hetween the surface mold and the 
bottom of the soil box, the estimated soil bulk density was 946 kg/nr'. 
,· 
A Sha11ow 10 5 cm t PeaKs ./' 
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.. 
Figure 3.3. Rough surface microtopography and hulk density core sample locations. 
Core samples were taken across the soil surface pertaining to various 
microtopographic features including both peaks and depressions (Fig. 3.3 ), with the 
locations and depths of hulk density samples chosen to best represent spatial variations 
across the soil surface and throughout the profile. Soil sampling depths were O - 5 cm and 5 
- IO cm with six samples taken at each depth. Three samples were taken pertaining to both 
peaks and depressions for each of the two depths along the full length of the soil profile to 
represent any possible variability. The cylinder used for taking core samples had an i.d. of 
50.9 mm and a length of 50.0 mm. All core samples were oven dried at 105°C for 24 h. 
Statistical analysis was performed to detennine whether a significant difference in 
the a\·cragc bulk densities existed hetween two sampling depths (shallow and deep 
locations). two main surface topographic features (peaks and depressions). and proximity 
on the surface to the outlet as attributed to the soil packing method (adjacent to and furthest 
away from the outlet). Specifically. a t\\'O-tailcd t-tcst (McCla\'c and Sincich 2009) was 
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performed with a criterion of u equal to (l.05 (i.e .. 5% probahility) for three cases: (I) Case 
l: pertaining to depth in the profile, corresponding bulk densities of the six deep and 
shallow locations were compared using a null hypothesis (I!.,) of Hn: ~l,kcp ~1,1ia11""; (2) 
Case 2: for relation to soil surface tcatures, bulk densities located in proximity to the six 
peak and depression locations were compared using Ho: ~lp,-.11. ~ld,·prc"i"n: and (3) Case 3: 
for proximity to the outlet, the bulk densities of the six locations closest to and furthest 
from the outlet were compared using H": Pch"c,t ~lru11hc,t· 
3.4 RESULTS AND DISCUSSION 
3.4.1 MOS and MPA 
MOS and MPA values of the five surfaces, and their relative errors and standard 
deviations arc summarized in Table 3. I. M DS values ranged from 7 40 to 799 crn
1 
with a 
standard deviation of 22.7 cni-' while MPA values ranged from 932 to 972 en/ with a 
standard deviation of 17.3 en/, compared to the MOS and MPA of the mold surface of 755 
cm3 and 936 cm\ respectively. The average relative error of MDS for the five surfaces 
from the mold surface was I .85% and the average relative error of MPA from the mold 
surface was I .86%. Surface 2 had relative error values of 5.83'Yci for MOS and 3.85% for 
MPA. which were higher than those of the four other surfaces. One probable reason for the 
higher relative errors of MOS and MPA of Surface 2 is that the actual slope might have 
deviated slightly from the target 7% slope. Another possible source of error could have 
been presented when trimming the edges of the raw surface DEM obtained hy the laser 
scanner even though special care was taken to ensure that the same boundaries were used 
for all surfaces. 
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Table 3.1. Maximum Depression Storage (MOS), Maximum Ponding Arca (MPA), 
Standard Deviations, and Relati\'c En-ors of the Five Soil Surfaces 
Soil Surfaces 
3 4 Value Standard Surface De\'iation Mold 
_ %0 _ 'J35 J_< ~: ·- _· _1_7 ~- --- - .. --l7). '..)_(_;_)-. -~--= 
:;,:· I ;;h~ ~:,: __ -;,'; - _ ,, j 
~<i~- I.99 233 __ __ o ____ j 
I --- ,---- ·----T MPA (cm2) 958 972 I 
------
MPA Relative Error ('lo) 2.35 3.85 
MOS (cm') 750 799 
~ --~--->---
MOS Relative Error('(,;,) 0.66 ~-~3- ( 
3.4.2 Bulk Density 
For the separate surface created for evaluating the spatial variations of hulk density, 
the average hulk density and standard deviation across all 12 sample locations (Fig. 3 .3) 
were 903 kg/m3 and 15.3 kg/m', respectively. The hulk densities at the six shallow 
locations (0 - 5 cm) ranged from 885 to 932 kg/m' with an average of 906.2 kg/m.l and 
standard deviation of 16.4 kg!m'. The bulk densities of the six deep locations (5 - IO cm) 
ranged from 878 to 915 kg/m 3 with an average and standard deviation of 90 I kg/m' and 
14.8 kg!m3, respectively. 
For Case I, the resulting p-\'aluc of 0.558 was much greater than u and thereby 
showed no evidence towards rejecting H" and indicated no statistical relationship between 
bulk densities and depth in the soil profile. Similarly. for Case 2, the resulting p-valuc of 
0. 711 showed no evidence towards rejecting 11" and indicated no statistical relationship 
between bulk densities pertaining to peaks and depressions across the soil surface. For Case 
3, the resulting p-, alue of 0.080 ,,as again greater than r1 and showed no evidence towards 
rejecting H., and indicated no statistical relationship between bulk density and proximity to 
the outlet. The only spatial trend in hulk density di:c:.co,·crcd was slightly higher values 
closer to the outlet which may he a result of soil packing and rcinstallation of the soil box 
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outlet. However, the trend was statistically insignificant. Due to uniftffmity of the sampled 
bulk densities, it was deemed unnecessary to repeat the procedure for additional soil types. 
The initial estimated bulk density based on the total mass of soil and volume (946 
kg/m3) \Vas slightly higher than the average measured bulk density (903 kg/m5) with a 
relative difference of 4.2°/ci. One probable reason for this discrepancy is that the volume 
calculations used for detennining the necessary amount of soil needed to achieve a certain 
bulk density may not have been particularly accurate. This could he attributed to small 
eJTors in estimation of the mold surface volume and/or placement of the surface mold 
above the soil box frame. Overall. the deviation of the predetermined bulk density and the 
average measured bulk density for the soil profile was small, but illustrates the care that 
needs to be taken to ensure precise estimation of the void volume and soil mass for 
determining bulk densities in the soil box. In addition, the bulk density obtained in this 
experimental study was relatively low. The reason for the low bulk density was most likely 
due to the moisture content of the soil at packing. l lowcvcr, it should be noted that while 
the bulk density achieved in this study is lower than typically expected in the field due to 
the moisture content of the soil at packing, the proposed technique will be valid for packing 
soils to mimic hulk density more realistic for field soils. Also, no additional soil packing 
limitations exist for the new method. 
3.5 CONCLUSIONS 
This study demonstrated a surface replication method effective and efficient at 
replicating complex microtopographic surfaces. MOS and MPA values were dctc1111ined 
for the five rep1icated surfaces and a\cragc relative cJTors from the rough surface mold 
MOS and MPA \\'ere used to describe repeatability with a\erage values of 1.85'Yc, and 
51 
1.86%, respectively. for the fi\'e surfaces. These errors may he attributed to slight 
deviations in the actual surface slopes from 7°/o. Care should be taken to ensure precise 
final slopes of the soil surface when raising the soil box to the appropriate height. Soil type 
and initial moisture content had nu significant influence on the final surface with the 
exception that if the soil is too dry, packing may be difficult and the resulting surface 
following removal of the mold may be loose with a loss of topographical definition. 
The new surface replication method was also efficient at producing uniform hulk 
density across the surface and throughout the soil profile. An overall average hulk density 
of 903 kg/m 3 was obtained with a standard de\'iation of 15.3 kg/n}. The two-tailed t-test 
showed no statistical differences in hulk densities as attributed to both depth in the soil 
profile and surface microtopography. The average measured bulk density (903 kglm-') 
deviated slightly from the initial estimated bulk density (946 kg/m \ which may be 
accounted for by volume estimates. Thus. care should be taken in obtaining accurate hulk 
density values in laboratory experiments when no bulk density sampling is performed. The 
most important point for this study is th<.: ability to achicv<.: uniform soil prop<.:rti<.:s across 
the mold-created soil surface and throughout th<.: soil profile. 
The new surface replication mdhod cffecti,·cly achie,·ed the desired outcomes of 
pro\'iding the capability of replicating complex microtopographic soil surfaces with 
unifonn bulk densities for subsequent experiments in a laboratory scale soil box. The new 
packing method is especially useful and applicable for laboratory exp<.:rimental studies on 
overland flow and soil erosion and allows for comparison of subsequ<.:nt experiments with 
identical soil surface microtopography. This should prn\'c valuable for future experimental 
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work on the subject areas mentioned. pro\'iding much better control over the experimental 
variables of surface topography and soil properties. 
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CHAPTER 4. LABORATORY EXPERIMENTS ON THE EFFECT OF 
MICTOPOGRAPHY ON SOIL-WATER MOVEMENT: SPATIAL 
VARIABILITY IN \VETTING FRONT MOVEMENT 
4.1 ABSTRACT 
The effect of microtopography on infiltration processes is a major topic of interest 
for a \Vidc range of disciplines. Particularly, experimental studies investigating the 
relationship between surface microtopography and infiltration arc lacking. Laboratory 
experiments were conducted by packing soil into small and large boxes and simulating 
rainfall to investigate the effect of mierotopography on infiltration and soil-water 
movement. In small soil box experiments, the observed wetting fronts from manually cut 
soil profiles were collected and showed considerably deeper wetting fr1mt movement ( 1.25 
- 1.75 cm) beneath a smooth surface area than adjacent depressions for 12 - 60 min 
duration rainfalls. For large soil box cxpcri1rn..:nh, the time~ for the wetting front to reach 
moisture sensors installed at 5 and 10 cm depths rclati\'e to various surface 
mierotopographic features were determined across both rough and smooth surfaces. Results 
showed significant effects of surface microtopography on soil-water movement as the 
wetting front reached sensors at identical depths below the surface at significantly different 
times corresponding to surface microtopography. Similar to the small soil box study. 
wetting front movement was most rapid beneath the smooth surface. Across thl'. rough 
surface. wetting front mo\l'.ml'.nt was '"quicker" beneath a surface peak than its adjacl'.nt 
depression. This can he attributed to 20 unsaturated tlm,. In addition. for hoth studies. the 
effect of microtopog.raphy on soil-\,ater mo\l'.111ent rcmainl'.d l'.\'i(knt for (kcpl'.r soil-water 
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movement an<l longer experiment durations. This study provides valuable experimentally-
based insight into the effect of microtopography on soil-water 1110\·cmcnt. 
4.2 INTRODUCTION AND LITERATURE REVIE\\I 
Infiltration is controlled by a number of factors including soil capillary suction. 
initial moisture content. hydraulic conductivity. and pore structure. For practical 
applications, infiltration is generally considered homogeneous across a soil surface. In 
reality, infiltration rates often vary significantly and dynamically across a soil surfocc 
(Tricker 1981: Sullivan ct al. 1996). Infiltration characteristics also strongly influence 
subsequent water percolation through the vadosc zone. 
The factors that control spatial and temporal variations in infiltration and soil-water 
percolation can he divided into three categories: site characteristics. soil characteristics. 
and meteorological characteristics ( Haggard ct al. 2005 ). Site characteristics include slope. 
microtopography. vcgctati,·c cover. grazing conditions. and subsurface conditions: soil 
characteristics include saturated and unsaturated hydraulic conductivity. degree of 
aggregation. bulk density, and the prcst:ncc of macroporcs: and mdcorological 
characteristics include rainfall intensity. duration. and spatial variations ( Haggard ct al. 
2005). Antecedent soil moisture condition is another important site and soil characteristic 
which exerts a significant influence on soil water movement in soils (Bissonnais ct al. 
1995: Magunda ct al. 1997: Haggard ct al. 2005: Wei ct al. 2007). 
Microtopography is a site characteristic that can affect spatial variations m 
infiltration and soil-water percolation directly and indirectly. and is a research area in need 
of significantly more work (Gnl\crs ct al. 2002). Generally. increasing soil roughness will 
result in increased infiltration (Burnell and Larson 1969: Helming ct al. 1998: Gomez and 
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Nearing 2005) and varying microtopography will result in varying infiltration rates (Dunn 
ct al. 1 991 ) . 
Surface microtopography may affect spatial variations 111 infiltration through its 
influence on surface ponding. It is well accepted that a rougher surface has greater 
depression storage and surface ponding compared to a smooth surface (Mitchell and Jones 
1976; Onstad 1984; Darboux ct al. 200 I). Increased ponding depth will increase infiltration 
due to the inundation of more surface area and increased ponding head ( Dunne ct al. 1991: 
Fox et al. 1997; Fox ct al. 1998a. b: Assoulinc and Ben-Hur 2006 ). 
Microtopography may also influence spatial variations in infiltration as attributed to 
its role in the development of surface scaling ( Magunda ct al. 1997: Fox ct al. 1998a. b: 
Assoulinc 2004 ). Structural seals fonn due to aggregate breakdown as a direct result of 
rainfall impact and generally arc most pn.:,·a\cnt on surface peaks. while sedimentary seals 
are associated with the deposition of sediments in surface depressions (Fox ct al. 1998h). 
Structural seals generally have much higher hydraulic conductivities than sedimentary seals 
(Fox ct al. 1998a, b). During a rainfall event structural seal formation generally occurs 
earlier while sedimentary seals develop more slowly ( Fox ct al. 1998h ). Seal formation 
may also be effected by surface ponding due to the protection from raindrop impact the 
ponded water surface prm ides to the soi I surface. 
The significant influence of microtopography on spatial variations 111 infiltration 
subsequently translates directly towards its considerable influence on soil-water percolation 
by its control (n-er the location and amount of\\ atcr entering the soil. Both matric and 
gra\·itational for,..:cs control water mo,·cmcnt in the soii. 20 trends in soil-water mo, cmcnt 
beneath a rough surface of peaks and depressions may include significant horizontal 
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wetting front movement as attributed to strong matrie relative to gravitational forces 
initially acting on water 111 soil. after which gravitational forces generally become 
predominant with time (Hillel 1998). 
To the best of our knowledge. very limited experimental work has been conducted 
evaluating infiltration variability and subsurface soil-water movement characteristics as 
affected by surface microtopography. The objecti\e of this research is to investigate the 
effect of microtopography on infiltration and soil-water movement by conducting a set of 
laboratory-scale. small and large soil box experiments under simulated rainfalls across both 
smooth and rough surfaces. Soil moisture data pertaining to different surface 
microtopographic features were collected and utilized to examine the spatial variability in 
both wetting front 1110\'etnent and soil moisture content associated with different surface 
microtopographic characteristics. 
4.3 METHODOLOGY 
4.3.1 Soil Box and Soil 
A set of laboratory-scale soil box experiments were conducted by packing soil into 
two different soil boxes (small and large). The 30 x 30 cm small box was built with a 
wooden frame and clear plcxiglass sides. and was designed with the capability of packing 
soil to a unifom1 bulk density (p;,) while incorporating a surface mold. A small surface 
mold 30 x 30 cm. which allowed for the replication of soil surfaces. was created with the 
desired surface microtopography. The mold was attached to the top of the empty soil hox 
using a small remo,ahlc frame: the soil box was rotated upside down: and soil was packed 
unifom1ly in 2.5 cm layers to achie\c a predetermined hulk density. A level surface flush 
\\'ith the soil box sides\\ as then created: the bottom of the soil hox was re-attached: the soil 
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box was rotated 180° (back to right side up): and the mold was removed. The resulting soil 
surface was an exact replication of the surface mold with a uniform /J1, throughout the soil 
profile pertaining to smooth areas. depressions, and peaks. One side of the soil hox was 
removable so that the soil profile could be manually cut in order to evaluate the wetting 
front location within the soil profile corresponding to different surface microtopographic 
features. 
For the large soil hox experiments. a I 00 x 120 cm soil box was utilized. Sande ct 
al. (2011) detailed the soil box. a mold of desired surface microtopography, and the 
procedures for soil packing and surface creation. which can also he found in Chapter 2. 
One of the key features of the method is the capability to replicate rough soil surfaces while 
maintaining uniform f)1, throughout the soil profile. Additionally. the soil box incorporates a 
divider placed down the center of the box creating adjacent 60 x I 00 cm smooth and rough 
soil surfaces for each packed soil box to facilitate simultaneous side-by-side comparison of' 
experiments for two distinct surface microtopographic conditions (Sande ct al. 2011 ). 
For both small and large soil box experiments. the Lohnes loamy sand (LS) soil 
introduced in Chapter 2 was utilized with specific soil properties found in Chapter 2. Four 
small soil box experiments were conducted with similar initial moisture contents (0,) 
ranging from 0.063 - 0.080 cm'icm'. while two large soil box experiments were conducted 
using two different (), values of 0.073 and 0.144 cm'/cm'. The 0, values were determined 
experimentally based on the gra\'imctric moisture content and 111,. Basic experimental 
information and major soil property parameters arc shown in Table 4.1. 
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Table 4.1. Basic Experimental lnfonnation and Soil Properties 
",\'";,,,:, ~ : ,,~1:",; l < :~·:::~ ' <u;' Irr I . s,;c[,,c~ - I JJ;,m,in" Exp" Soilh Surface Surf Condition 
~ 
SI LS Rough 




S3 LS Rough 
S4 LS Rough I 
L5 LS 
Rm,sh ""1~ , ,____ Smooth 1 
L6 LS 
Rough and 6 
Smooth 
ll) ' 1 ll _I_ 0. Oi,.l - 1- ':400 HO _""_P-~(l;-\' __ , ~_)_~_[-__ ---0~1-~~1_1) 
10 x Jo r o.os9 I 1 _..ioo i 3.xo _ }-
3o x 30 ~--- -~~~~ r-~~;-- 3.XO O l 40 
_10, 2"_J -,~orw_f_l ~o~ ;-,o - o _t r,o 
0 x 100 \ 0.073 1.400 5.79 7 I 120 
o:,,",,- +--;;~44- - 1Aoo . ~~;9 
1
--_:,:_-1--~ -
"Sis the small soil box (30 x 30 cm) and I is the large soil box ( l 20 x I 00 cm) 
h LS is the loamy sand soil 
'0, is the initial moisture content 
d pr, is the bulk density 
'r is the rainfall intensity 
4.3.2 Surface Topography 
For both the small and large soil boxes. surface microtopography was obtained 
using an instantaneous-profile laser scanner ( lluang and Bradford 1990; Darhoux and 
Huang 2003) which is further described in Chapter 3. The small soil box surface consisted 
of two depressions and an adjacent smooth surface (Fig. 4.1 ). For the large soil box surface. 
the aforementioned smooth and rough soil surfaces arc shown in Fig. 4.2. More design 
criteria for the rough soil surface of the large soil box can be found in Sande ct al. (2011 ). 
4.3.3 Norton Style Rainfall Simulator 
A Norton-style rainfall simulator ( Meyer and ! Jarmon 1979; Meyer 1994) utilizing 
four oscillating VceJet nozzles \\as used to simulate rainfall across soil surfaces in this 
study. The rainfall simulator was introduced in Chapter 2. and additional infom1ation on 
the simulator may be found at that location. The simulator was calibrated for lab-specific 
conditions for the entire theoretical co,·erage area beneath the simulator. Placement of the 
small and large soil boxes was selected based on the calibrated rainfall distributions as the 
area(s) ,,ith the most unifonn distribution of rainfall intensities. The a\'cragc rainfall 
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intensities for the small and large soil hox experiments were 3.80 and 5.79 cm!hr, 
respectively (Table 4.1 ). 
. 
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Figure 4.2. Larre soil box surface microtopography and moisture sensor locations at depths 
of 5 and IO cm for both rough and smooth surfaces. (a) Rough surface. (b) Smooth surface. 
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4.3.4 Soil Moisture 
For the small soil box experiments. the \'isihlc wetting front within the soil profile 
was collecting at the conclusion of rainfall c\'cnts by cutting the soil profile and measuring 
the depth from the surface to the ohscn cd wetting front. The soil profile was manually cut 
following the simulated rainfall at two locations (Fig. 4.1 ). The depth of the observed 
wetting front relative to the soil surface was obtained pertaining to three surface features 
shown in Fig. 4.1: the large depression. the small depression, and the smooth areas 
(including Smooth Arca #1 and #2 in Fig. 4.1 ). Four small soil box experiments with 
similar O; values and different durations were conducted so that wetting front characteristics 
pertaining to different surface feature could be collected for a range of different rainfall 
durations (i.e .. 12 - 60 min. Table 4.1 ). For each experiment, only one set of wetting front 
depths within the soil profile could be collected as attributed to the fact that rainfall was 
discontinued and the soil profile was cut. 
For the large soil box experiments. soil moisture data were collected utilizing 
moisture sensors installed in soil profiles to i1wcstigatc the effect of microtopography on 
soil-water mo\'emcnt. Soil moisture was measured in each experiment at I-min intervals 
using Decagon EC-5 (Pullman. Washington) moisture sensors installed parallel to the soil 
surface at depths of 5 and IO cm at \·arious locations within the soil profiles beneath both 
the smooth and rough surfaces (Fig. 4.2). In the Fig. 4.2. sensor notations of 5 and 10 refer 
to 5 and IO cm depths. For the rough surface. two moisture sensors (AS and Al 0) were 
placed beneath a surface peak while the remaining four sensors were located beneath two 
major depressi()11S (Fig. 4.2a). 
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4.3.5 Evaluating the Effect of l\licrotopography on Soil-Water l\lovcment 
The procedures of hoth small and large soil box experiments in\'olvcd packing the 
boxes with soil, scanning the surfacc(s) with the laser sca1111er. positioning the soil box 
beneath the rainfall simulator. and simulating rainfall across the soil surface(s). For the 
small soil box experiments. rainfall was simulated across the soil surfaces for 
predetennined periods of time ranging from 12 to 60 min (Table 4.1 ). Following rainfall. 
the side of the soil box was removed and wetting fronts relative to the surface at the two cut 
locations (Fig. 4.1) were immediately recorded bcf<.)re continued moisture redistribution 
occurred (within 1 - 2 min). Final wetting front depths across the four experimental 
durations were then used directly for analysis. 
In the large soil box experiments. rainfall was simulated across the soil surfaces 
until the entire surface meas (both rough and smooth surfaces) were fully ponded and 
contribute runoff to the outlet. Data. including wetting front. outlet flow. and surface 
ponding status. were collected during the experiments. For analysis of the laboratory soil 





) was detennined. These times were detennincd as the ones when the first significant 
step increase in moisture content (0) from 01 was observed. As a verification of this method 
for detem1ining t," 1• the sensor t", 1 \ alucs \\'ere also compared with the observed wetting 
front data. It was found that the sensor t, .. , 1 consistently represented a time slightly hcfore 
an-iYal of the ohscncd wetting front at the depth of the actual moisture sensors. This can he 
primarily attrihutcd to the /.one of influence and sensiti\ ity of the moisture sensor. The 
concentration fqr this study. howe\·cr. is on cxaminii1g the differences in the t,,, 1 \·alucs 
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between the rough and smooth surfaces. Thus. consistency in the sensor t,,. 1 values was 
most important as opposed to exact t, .. , and (I values. 
4.4 RES UL TS AND DISCUSSION 
4.4.1 The Effects of l\licrotopoj?_raphy on Soil-Water l\1o,·cmcnt Characteristics 
4.4.1.1 Small Soil Box Experiments 
Final wetting front depths at the three surface locations (i.e., large and small 
depressions and smooth areas) for the four small soil hox experiments arc shown in Table 
4.2. For all experiments, the final wetting front depths relative to the surface beneath the 
smooth areas were deeper than those in both the large and small depressions. Compared 
with the large depression. the final wetting front depths were 1.25 - 1.75 cm deeper beneath 
the smooth area (Average of Smooth Arca 1i I and t/2 as aforementioned, Fig. 4.1 and Table 
4.2). with similar \'alues for the small depression compared with the smooth area {A veragc 
of Smooth Arca tt-1 and #2, Fig. 4.1 ). The final wetting front depths beneath the large and 
small depressions were similar for short duration experiments (i.e., Exp. S 1 and S2. Table 
4.2). Howc\n. slightly deeper final \\'Citing fronts were observed beneath the smaller 
depression for longer duration experiments (i.e .. Exp. S3 and S4. Table 4.2). 
Table 4.2. Small Soil Box Final Cut Wetting Front Depths 
Surface I l>cati()n 
L:xp" I arg,' Depression Small Depressl()n Smooth ;\rca 
~~--;1~~0 3 _()() I 3 ()() 4 'i(J 
I 
S2 \\T (c~1~T- 5.00 i 4.75 'i 7'i 
I------ ------l------ - - --- - - r - --- --- - --- r 
S3 \\T (cm) ! run ; 9.oo 9.7S [~4~~~~1~-~----w1_0 ___ 1_ ~-ii5~ _- --·- --~4~~-
., SI S4 refer tn Lxp. S l S4. respectiwly: and \\'Ii, the final L-.1t \\ctting front depth rclati\e to the surfaL·c 
O\·crall results from the small soil hox experiments clearly show increased wetting 
front mmement depths relative to the surface associated with the smooth area compared 
with microtopographic depressions. In addition. the discrepancy in final wetting front 
depths between the smooth area and both depressions relative to the surface stayed nearly 
identical across all four experiment durations of 12 - 60 min. These results show that e,·en 
for the longest experiment duration utilized (i.e .. 60 min). the effect of microtopography on 
wetting front movement is still \'cry C\'ident. 
4.4. I .2 Large Soil Box Experiments 
Moisture sensor data for large soil box experiments Exp LS and L() (Table 4.1) were 
collected and arc shown in Figs. 4.3 and 4.4. Compared with the smooth surface. high 
variability in soil-water movement characteristics can he observed for the rough surface for 
Exp LS and L6 ( Figs. 4.3 and 4.4 ). Based on the sensor-recorded soil moisture data for 
shallow and deep depths of both the smooth and rough surfaces ( Fig. 4.2), ''" 1 values were 
detcnnincd for all sensors and arc shown in Table 4.3. 
Table 4.3. Large Soil Box Wetting Front Times (/",1) 
---,------ -·---- --/ 
s,~u-b~:;~~,rn"f"' 16\_'m'"' • 
B5 12 I 12 , 
------ --+- - - -- ---- - - --1 
~~--+ JR I----_ 13 __ ) 
05 +---~-l_(J__ I: 9 
_iLt~ -:~ _-__ J--~:: -~ -
~-1----~ '---~2 
BIO I 33 28 
' 
----- - ---r~------· 
l I -B 34 
I I -- ,---- ----- --·--
1 D10 I 28 27 
1~10 29 24 
010 ------:;_;------- ·-;-;~- -- . 
I 
"l.5 refrr, to Lxp. I.'> \\1th O - 0.073 cm· cm· 
hlo refers to Lxp. 1.6 \\1th 0, - 0.144 cm' cm' 
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Figure 4.3. Large soil hox. moisture sensor data for initial water content (Ji~ 0.144 cm':cm' 
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The f11ei values for the smooth surface were in \'cry close agreement with each other 
across the three shallow and deep moisture sensors for hoth Exp L5 and L6 (Table 4.3 ). 
which shows the uniformity in soil-water movement beneath the smooth surface. For the 
rough surface. the variability in f11, 1 values across the sensors were large compared with the 
smooth surface values. Particularly fi.)r the rough surface deep moisture sensors. the range 
in t"('/ values between maximum and minimum 111 (/ values across the three deep sensors 
were 16 and 7 min for Exp L5 and LC). n:spectivcly (Table 4.3 ). 
Compared with smooth surface sensor''" 1 values. all rough surface sensor I," 1 values 
pe1iaining to both peaks and depressions were greater for both Exp L5 and L6. However. 
sensors A5 and A IO pertaining to the surface peak had 111 <1 values and the subsequent 
wetting front movement characteristics that were very close to those observed beneath the 
smooth surface. The rough surface sensors located beneath the surface depressions 
(particularly sensors C5 and CI 0). had '"', values (and the subsequent wetting front 
movement characteristics) which were consistently larger than those observed beneath the 
smooth surface. This general finding of increased wetting front movement beneath high-
elevation peaks was similar to that obscn cd in the small soil box experiments. Also similar 
to the small soil box experiments. the effect of microtopography on soil-water movement 
was very evident for longer duration experiments. As the wetting front moved deeper in the 
soil profile. the discrepancy between deep moisture sensor 111, 1 values pertaining to different 
surface features increased. that is. there \\'as increasing variability in ''" 1 values across 
sensors pertaining to different surface rnicrotopographical features as the wetting front 
mon·d deeper in the soil profile. 
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4.4.2 Further Soil-Water !\1ovement Discussions 
Several potential effects of microtopography on soil-water movement 
characteristics may contribute to the findings obscn'ed in this study for both the small and 
large soi! box experiments. particularly in wetting front movement characteristics. One 
effect of microtopography on soil-water mo\'ement. which may have contributed to 
increased wetting front movement relative to the smooth surface (small and large soil hox) 
and the surface peak (large soil box). can he attributed to the matric and gravitational forces 
acting on soil-water mo,,cment. For uniform rainfall on a smooth surface, soil-water 
movement is primarily along the vertical direction as the wetting front moves downwards 
with both gravitational and matric (due to the dry soil located directly beneath the 
advancing wetting front) forces acting in the \ ertical direction. Beneath a rough surface of 
peaks and depressions. however. matric relati\'C to gravitational forces may he particularly 
strong in horizontal directions initially. as attributed to the dry soil located in a radial 
direction both towards the "center" of peaks and outwards surrounding the boundaries of 
depressions. These characteristics may lend themscl\'es towards a tendency of 
"converging" and ''di,,crging" wetting front patterns beneath peaks and depressions. 
respecti\'Cly. ln addition. for a surface of only depressions and smooth areas (i.e .. small soil 
box surface). the depressions may contribute to increased wetting front mo\'cment beneath 
the adjacent smooth areas as attributed to the aforementioned reasons. Together. these 
trends and 2D 3D unsaturated flow likely contributed to the incrcasc:d wetting front 
movement relati\·c to the surface for the smooth surface for both the small and large soil 
box experiments as wcl 1 as the hl\\ er t ,. <1 \·al ues for the: large soi I box experiments 
pertaining to the peak compared\\ ith depressions for the rough surfaces. 
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Another possible effect of microtopography on soil-water mo\'ement characteristics 
in this study may be attributed to its influence on surface ponding and resulting preferential 
infiltration. As no surface ponding was obsencd in the small soil box experiments. 
discussion on this effect will focus on the large soil box experiments. For Exp LS. no 
surface ponding was obsen,ed on either the rough or smooth surface before the wetting 
front reached any sensors. For Exp L6. howen:r. surface ponding occurred before the 
wetting front reached the deep sensors fi.ir both the smooth and rough surfaces. In 
particular. for sensors B5 and BIO of the rough surface ( Fig. 4.2a). surface ponding at that 
location was first observed at 17 min. which may have contributed to the shorter t,", values 
for the deep sensor (BIO). Still.''"' \'alues at that location (BIO) were high compared with 
those pertaining to both the peak ( A 10) and smooth surface ( D 10. F 10 and F 10) sensors 
(Table 4.3 ). even \\'ith the additional effect of surface ponding. 
The wetting front mo,Tmcnt trends ohser\'cd in the small and large soil box 
experiments also may he attributed to the potential effect of microtopography on seal 
fom1ation. Depressions arc generally associated with the formation of lower hydraulic 
conducti\'ity sedimentary seal formation due to the accumulation of sediments. while peaks 
and smooth areas arc associated with the formation of higher hydraulic conductivity 
structural seal formation due to raindrop impact. It's possible. f<lf" both small and large soil 
box experiments. that the trend of decreased \\'Citing front mo\'cment rclati\'e to the surface 
beneath depressions may be related to seal formation. I lo\\'e\'Cr. this issue is out of the 
focus of this ex perimcntal study. 
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of 1 D/20/3D unsaturated flow under influence of surface microtopography against 
experimental results \\'ill cktinitdy impron: uur understanding of the underlying processes 
and mechanisms. 
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CHAPTER 5. OVERALL CONCLUSIONS AND FUTURE WORK 
This thesis presents a broad spectrum of experimentally based research on 
infiltration and soil-water mo,ement. In Chapter 2 small scale infiltration studies were 
conducted and used to imprme wetting front prediction capabilities of a modified Grccn-
Ampt (GA) model across changing initial soil conditions. A practical. mass-balance based 
effective water content 0, was proposed for se,eral soil types and different initial water 
content O; values as the average water content fJ above the advancing wetting front. The 
strong influence of (Ji on \\'Citing front movement was ohsen·ed and an interesting 
relationship of decreasing 0, with increasing 0, was found to exist for three soil types. 0, 
values were then incorporated into the GA model in place of 0, to help account for different 
soil moisture conditions and wetting front movement characteristics. This work aids in 
expanding the capabilities of the GA model as well as exposes some key assumptions 
\Vhieh must be considered for its effective application. 
Future work may further im·estigate the 0, - 0, n.:lationships as well as their 
applicability in the GA modeling for field sitw1tions. The applicability of this relationship 
under different surface ponding status may also he further investigated in addition to the 
possible utilization of ohsened surface ponding status under simulated rainfall towards the 
calibration of GA effective hydraulic conducti,ity as was accomplished in Chapter 2. 
In Chapter :;_ a method which cffccti,ely allowed for the replication of complex 
surface microtopography \\ith uniform bulk densities while packing soil into soil hoxes for 
laboratory scale infiltration runoff experiments was introduced. The new capahilities 
presented hy th-: method offer a ,,idc array of possihilities to\\'ards experimental studies 
evaluating the effect of different surface microtopographical conditions on infiltration. 
runoff, surface erosion. and tracer transport fur different initial soil moisture conditinns. 
In Chapter 4. laboratory experimental studies were conducted at two scales by 
subjecting packed soil surfaces to simulatL:d rainfall to e\'aluate the effect of surface 
mierotopography on infiltration and soil-\\·ater mo\·ement. For experiments. soil-water 
movement data pe11aining to different surface microtopographic features was collected 
utilizing moisture sensors installed within soil profiles as well as the \'isible wetting front 
as obser\'ed within cut soil profiles for different durations of simulated rain foll. The strong 
influence of surface mierotopography \\·as obscr\'ed in the \'ariability in soil-water 
movement characteristics between rough surfaces and smooth surface features. Wetting 
front mo\'emcnt rclati\·e to the soil surface \\'a.-; much more rapid pertaining to soil surfoce 
smooth areas and peab compared with adjacent depressions. This may he attributed to the 
concept of co1wcrging and di,crging wetting front characteristics pertaining to peaks and 
depressions as attributed to the matric and gra\itational forces intlucncing soil-water 
movement. 
Based on the experimental \\·ork. future experimental studies may he conducted 
fw1hcr imcstigating the effect of microtopography 011 soil-water 1110\·crnent characteristics. 
In pa11icular. further experimental studies utilizing additional surface conditions. soil 
conditions. scales. and rain foll e\·ents may he \ aluahle. Field scale experimental studies 
under natural field conditions may also pro\c \aluahle. 
Based on the experimental \\ork. one of the major future ohjccti\'es is towards 
impnncd rnodvling capabilities and prediction of ticld infiltration and soil-water 
1110\·emcnt processes. Still. before an expansion of modeling capabilities. an imprm cd 
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